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» Before using this product, read this manual carefully to understand the 
contents herein stated. 


• After reading this manual, be sure to keep it near the product or in a 
convenient place for easy reference when necessary. 


BEFORE USING THE PRODUCT, se sure ro READ THE FOLLOWING: 


To maintain safety: 


To ensure the safe operation of this product, be sure to read the following before usage. 

The following instructions are intended for the users, operators and the personnel in charge of the 
operation of the product. After carefully reading and sufficiently understanding the warning displays 
and cautions, handle the product appropriately. Be sure to keep this manual close to the product or 
in a convenient place for future reference. 


Herein, explanations which require special attention are enclosed with dual lines. Depending on 
the potentially hazardous degrees, the terms of DANGER, WARNING, CAUTION, etc. are used. 
Be sure to understand the contents of the displays before reading the text. 


Indicates that mishandling the product by disregarding this pictograph will 
А DANGER cause severe injury or death. A A 


Ж WARNING Indicates that mishandling the product by disregarding this warning will cause 
a potentially hazardous situation which can result in death or serious injury. 


A CAUTION Indicates that mishandling the product by disregarding this caution will cause 
a slight hazardous situation which can result in personal injury and/or material 
damage. 


For the safe usage of the product, the following pictographs are used: 


Indicates “HANDLE WITH CARE.” In order to protect the human body and equipment, 
AN this display is attached to places where the instruction manual should be referred to. 


it to the ground. 


D Indicates a “protective earth terminal.” Before operating the equipment, be sure to connect 
(The step may be omitted for products in which a power cable with earth is used.) 


e Perform work in accordance with the instructions herein stated. 
Instructions for work are explained by paying attention to the aspect of accident prevention. 
Failing to perform work as per the instructions can cause accidents. In the case where only 
those who have technical expertise should perform the work to avoid hazardous situation, the 
instructions herein state that the site maintenance personnel should perform such work. 


e Be sure to turn off the power before working on the machine. 
To prevent an electric shock, be sure to turn off the power and unplug the power cable before 
carrying out any work that requires direct contact with the interior of the product. If the work is 
to be performed in the power-on status, the instruction manual herein always states to that effect. 


e Be sure to ground the earth terminal. 3 
(This is not required in the case where a power cable with earth is used.) 
This product is equipped with the earth terminal. When installing the product, connect the earth 
terminal to the *accurately grounded indoor earth terminal” by using an earth wire. Unless the 
product is grounded appropriately, the user can be subject to an electric shock. After performing 
repair, etc. for the control equipment, ensure that the earth wire is firmly connected to the control 
equipment. 

• Ensure that the power supply used is equipped with an earth leakage breaker. 
Using a power supply which is not equipped with the earth leakage breaker can cause a fire when 
earth leakage occurs. 


• Be sure to use fuses which meet the specified rating. 
(Only for the machines which use fuses.) 
Using fuses exceeding the specified rating can cause a fire and an electric shock. 


Specification changes (removal of equipment, conversion and ада оп) not 
designated by SEGA are not allowed. 
The parts of the product include warning labels for safety, covers for personal protection, etc. Tt 
is very hazardous to operate the product by removing parts and/or modifying the circuits. Should 
doors, lids and protective parts be damaged or lost, refrain from operating the product, and 
contact where the product was purchased from or the office herein stated. 
SEGA shall not be held responsible for any accidents, compensation for damage to a third party, 
resulting from the specifications not designated by SEGA. 
Ensure that the product meets the requirements of appropriate electrical 
specifications. 
Before installing the product, check for electrical specifications. SEGA products have a 
nameplate on which electrical specifications are described. Ensure that the product is compatible 
with the power supply voltage and frequency requirements of the location. Using any electrical 
specifications different from the designated specifications can cause a fire and an electric shock. 
Install and operate the product in places where appropriate lighting is available, 
allowing warning labels to be clearly read. 
To ensure safety for the customers, labels and printed instructions describing potentially 
hazardous situations are applied to places where accidents can be caused. Ensure that where the 
product is operated has sufficient lighting allowing the warnings to be read. If any label is peeled 
off, apply it again immediately. Please place an order with where the product was purchased from 
or the office herein stated. 
When handling the monitor, be very careful. 
(срриез only to products with monitors.) 
ome of the monitor parts are subject to high tension voltage. Even after turning off the power, 
some portions are still subject to high tension voltage sometimes. Monitor repair and replacement 
should be performed only by those technical personnel who have knowledge of electricity and 
technical expertise. 
Be sure to adjust the monitor properly. 
(Applies only to products with monitors.) 
Do not operate the product leaving on-screen flickering or blurring as it is. Using the product 


with the monitor not properly adjusted may cause dizziness or a headache to an operator, a 
player, or the customers. 


When transporting or reselling this product, be sure to attach this manual to the 
product. 


* 


In the case where commercially available monitors and printers are used in this product, only the 
contents relating to this product are explained herein. Some commercially available equipment 
has functions and reactions not stated in this manual. Read this manual together with the specific 
instruction manual of such equipment. 

Descriptions herein contained may be subject to improvement changes without notice. 


The contents described herein are fully prepared with due care. However, should any question 
arise or errors be found, please contact SEGA. 


INSPECTIONS IMMEDIATELY AFTER TRANSPORTING THE PRODUCT TO THE LOCATION 


Normally, at the time of shipment, SEGA products are in a status allowing for usage immediately 
after transporting to the location. Nevertheless, an irregular situation may occur durin 
transportation. Before turning on the power, check the following points to ensure that the product 
has been transported in a satisfactory status. 


Г] Are there any dented portions or defects (cuts, etc.) on the external surfaces of the cabinet? 
С Are casters and adjusters damaged? 


Z Do the power supply voltage and frequency requirements meet with those of the location? 

С] Are all wiring connectors correctly and securely connected? Unless connected in the correct way. 
connector connections can not be made accurately. Do not insert connectors forcibly. 

7) Do power cables have cuts and dents? 

C: Are all accessories available? 


Z Can all doors and lids be opened with the accessory keys? Can doors and lids be firmly closed? 
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INTRODUCTION 


INTRODUCTION 


This manual is intended to provide detailed descriptions together with all the necessary information covering the 
general operation of electronic assemblies, electro-mechanicals, servicing control, spare parts, etc. for the product, 
"GACCHU GUTS." 


This manual is intended for the owners, personnel and managers in charge of operation of the product. Operate the 
product after carefully reading and sufficiently understanding the instructions. 

In the unlikely event that the product does not function correctly, DO NOT allow anyone other than a technician to 
touch the internal system. Turn off the power to the machine, making sure to unplug the electrical cable from the 
outlet, and contact the office listed in this manual or the point-of-purchase for this product. 


Use of this product is unlikely to cause physical injuries or damage to property. However, points that require special 
attention are indicated by bold text, the word "IMPORTANT" and the symbol below. 


IMPORTANT 


Indicates important information that, if ignored, may result in the mishandling of the 


product and cause faulty operation or damage to the product. 


SPECIFICATIONS 


Installation space 630 mm (24.8 in) [Width] x 585 mm (23 in) [Depth] 
1.985 mm (78.1 in) [POP assembled] 


Power, maximum current 178 W, 1.0 A (AC 220 V 50 Hz) 
174 W, 1.0 A (AC 220 V 60 Hz) 

Maximum number of cards Maximum of 400 Special GACCHU GUTS Cards (hereinafter "Cards") 
However, this may differ depending on the card version. 


Vibration-Equipped 15" Touch Panel Monitor (LCD) (2) 
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INTRODUCTION 


Definition of ‘Site Maintenance Personnel or Other Qualified Individuals’ 
/N WARNING 


Procedures not described in this manual or marked as “їо be carried out by site 
maintenance personnel or other qualified professionals! should not be carried 

out by personnel without the necessary skill or technology. Work carried out by 
unqualified persons may cause serious accidents, including electrocution. 


Parts replacement, maintenance inspections and troubleshooting should be carried out by site maintenance personnel 
or other qualified professionals. This manual includes directions for potentially dangerous procedures which should 
only be carried out by professionals with the appropriate specialized knowledge.The site maintenance personnel or 
other qualified professionals mentioned in this manual are defined as follows: 


Site maintenance personnel: 


Individuals with experience in maintaining amusement equipment, vending machines, etc., working under the 
supervision of the owner/operator of this product to maintain machines within amusement facilities or similar 


premises by carrying out everyday procedures such as assembly, maintenance inspections, and replacement of units/ 
expendable parts. 


Activities to be carried out by site maintenance personnel: 


Amusement equipment/vending machine assembly, maintenance inspection and replacement of units/expendable 
parts. 


Other qualified professionals: 


Persons employed by amusement equipment manufacturers, or involved in design, production, testing or йе 
maintenance of amusement equipment. The individual should have either graduated from technical school ог ho 
similar qualifications in electrical/electronics/mechanical engineering. 


Activities to be carried out by other qualified professionals: : ? : 
Amusement equipment/vending machine assembly, repair/adjustment of electrical/electronic/mechanical parts. 


Game Version Notation 


Version numbers appearing in TEST MODE are displayed as asterisks. When describing software version | 
upgrades, only major version and minor version numbers are displayed. Release version numbers are for SEGA S 
administrative use only. If you require these numbers, please contact the office listed in this manual or the point-of- 
purchase for this product. 


(Ver) 
MD SEA —— 


Major version Minor version Release version 
(may be two digits) 
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ЕЙ HANDLING PRECAUTIONS 


When installing or inspecting the machine, be very careful of the following points and pay attention to ensure that 
the player can enjoy the game safely. Non-compliance with the following points or inappropriate handling running 
counter to the cautionary matters herein stated can cause personal injury or damage to the product. 


Proceed with checks and tasks as indicated in these instructions. If instructions 
are not followed, or if tasks and/or checks are neglected, an electric shock or 
other very serious accident, even fatal accident, can occur. Also, customers 
could be injured while operating the product. 


ө To avoid an electric shock or short circuit, do not plug in or unplug quickly. 


e To avoid an electric shock, do not plug in or unplug with a wet hand. 


e Do not expose power cables or earth (ground) cables on the surface, (floor, 
passage, etc.). If exposed, the power cables and earth (ground) cables are 
susceptible to damage. Damaged cables can cause an electric shock or short 
circuit. Wherever wiring has been laid out on a floor surface, use a wiring 
protection cover. 


e To avoid causing a fire or an electric shock, do not put things оп or damage the 
power cables. 


e When or after installing the product, do not unnecessarily pull the power cable. 
If damaged, the power cable can cause a fire or an electric shock. 


e [п case the power cable is damaged, ask for a replacement through where the 
product was purchased from or the office herein stated. Using the cable as is 
damaged can cause fire, an electric shock or leakage. 


e Be sure to perform grounding appropriately. Inappropriate grounding can cause 
an electric shock. 


е When inserting or removing a connector, always hold it Бу its main part. If 
you hold it by anything else while doing so, the connections between cable 
and connector terminal fixtures could be damaged; and there could be a short 


circuit or fire. 


e Ensure that connectors are accurately connected. Incomplete connections can 
cause electric shock or short circuit. 


e When connecting a connector, check the direction carefully. Connectors must 
be connected in only one direction. If indiscriminate loads are applied in 
making connections, the connector or its terminal fixtures could be damaged, 
resulting in electrical shock, short circuits or fires. 


e Becareful not to damage the cables. Damaged cables may cause electric shock 
or short circuit. 


e Do not touch undesignated places. Touching places not designated can cause 
electric shock or short circuit. 


e Whenever any fasteners (e.g. screws, nuts) have been lost, be sure to use 
replacement fasteners with proper dimensions as specified in this manual. 
If fasteners of any other dimensions are used, it could cause damage and/or 
separation of parts that result in secondary accidents. 
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HANDLING PRECAUTIONS 


A WARNING 


• Specification changes, removal of equipment, conversion and/or addition, not 
designated by SEGA are not permitted. 


- Failure to observe this may cause a fire or an electric shock. Noncompliance 
with this instruction can have a bad influence upon physical conditions of 
the players or the onlookers, or result in injury during play. 


- SEGA shall not be held responsible for damage, compensation for damage 
to a third party, caused by specification changes not designated by SEGA. 


e Performing work or parts replacements not described in this manual could 
result in accidents. If the need to perform such work arises, use the contact 
information listed in this manual or contact the location where the product was 


purchased to request service. You may also inquire about details of the work to 
be performed. 


e Ве sure to perform periodic maintenance inspections herein stated. 


/N CAUTION 


e Wear appropriate work clothing so that work сап be performed safely. Use 
gloves and safety shoes to prevent accidents or injuries. 


e When opening/closing or attaching/removing the doors or the other parts, be 
careful that your hands or fingers do not get caught in anything. 


e Always exercise caution when working within the cabinet, since there is a 


risk of injuries including striking the head, back pain, catching yourself on 
components, etc. 


e Be careful in handling plastic parts. If such parts are exposed to excessive 


loads or impact, they might become damaged, resulting in fragments or cracks 
that could cause accidental injury. 


e When fastening plastic parts, be careful not to tighten screws and nuts 
excessively. Failure to observe this may damage the parts and cause injury due 
to fragments resulting from damage. 


HANDLING PRECAUTIONS 3 


Do not perform circuit inspections on the IC board. Failure to use the specified 
measuring device or apparatus may result in damage to the board. 


Static electricity from your body may damage some electronics devices on the IC 
board. Before handling the IC board, touch a grounded metallic surface so that the 
static electricity can be discharged. 


Some parts are the ones designed and manufactured not specifically for this 


game machine. The manufacturers may discontinue, or change the specifications 
of, such general-purpose parts. If this is the case, SEGA cannot repair or replace a 
failed game machine whether or not a warranty period has expired. 


Do not repeatedly turn the power ON/OFF in a short period of time. Doing so may 
result in breakdown or parts damage. 


Be careful not to drop fasteners (screws, nuts, etc.) inside the cabinet. Doing so 
may result in breakdown or parts damage. 


This product uses an LCD. Be careful when cleaning the LCD as it is easily 
scratched. For details, see Chapter 16 "LCD." 
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CONCERNING THE SERIAL NO. AND THE ELECTRICAL SPECIFICATIONS DISPLAYS 


This SEGA product has stickers attached describing the product manufacture No. (Serial No.) and electrical 
specifications. It also has a sticker describing where to contact for repair and for purchasing parts. 

When inquiring about or asking for repairs, mention the serial No. and name of machine indicated on the sticker. 
The serial number indicates the product register. Identical machines could have different parts depending on the date 
of production. Also, improvements and modifications might have been made after the publication of this manual. In 
order to ensure you order the correct parts, mention the serial No. when contacting the applicable places. 


CONCERNING WARNING DISPLAYS 


This SEGA product has warning displays on stickers, labels and/or printed instructions adhered/attached to or 
incorporated in the places where a potentially hazardous situation could arise. The warning displays are intended for 
accident prevention for customers and for avoiding hazardous situations relating to maintenance and servicing work. 
Some portions of the cabinet contain high voltage and may cause accidents if touched. When performing 
maintenance, be very careful of the warning displays. It is especially important that any complex repair and 
replacement work not mentioned herein should be performed by those technical personnel who have knowledge of 
electricity and technical expertise. 


In order to prevent accidents, caution any customer ignoring the warnings to cease and desist immediately. 


440-WS0001YEG 


个 WARNING 


High voltage сап саџ5е 
an electric shock- 
Never open other than 
service personnel, 


| 


High voltage can cause 
an electric shock. 

Turn off power before | 
starting work. 


440-CS0366-EG 


Пета сдрн 22 | 
| 


Electrical 
Specification Display Serial No. Display 


PRECAUTIONS REGARDING INSTALLATION LOCATION 


©] PRECAUTIONS REGARDING INSTALLATION LOCATION 


ИХ WARNING 


This product is an indoor game machine. Do not install it outside. Even indoors, 
avoid installing in places mentioned below so as not to cause a fire, electric shock, 
injury and/or malfunction. 


- Places subject to rain or water leakage, or places subject to high humidity in 
the proximity of an indoor swimming pool and/or shower, etc., or places where 
a water jet (high pressure washing device) could be used. 


- Places subject to direct sunlight, or places subject to high temperatures in the 
proximity of heating units, etc. 


- Places filled with inflammable gas or vicinity of highly inflammable/volatile 
chemicals or hazardous matter. 


- Dusty places. 

- Sloped or unstable surfaces. 

- Places subject to any type of violent impact. 

- Vicinity of anti-disaster facilities such as fire exits and fire extinguishers. 


- Areas where the temperature exceeds the applicable temperature (ambient 
temperature) range of 5 to 30 degrees centigrade. 
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2-1 LIMITATION OF USAGE 


PRECAUTIONS REGARDING INSTALLATION LOCATION 


ZA WARNING 


Be sure to check the electrical specifications. Ensure that this product 
is compatible with the location's power supply, voltage, and frequency 
requirements. A plate describing electrical specifications is attached to the 


product. Noncompliance with the electrical specifications can cause a fire and 
electric shock. 


This product requires a breaker and earth mechanism as part of the location 
facilities. Using the product without these can cause a fire and electric shock. 


Be sure to use an independent power supply equipped with an earth leakage 


breaker. Using a power supply without an earth leakage breaker can cause an 
outbreak of fire if a power surge occurs. 


Putting many loads on one electrical outlet can cause generation of heat and a 
fire resulting from overload. 


Ensure that the indoor wiring for the power supply is rated at 7 A or higher. 


Noncompliance with the electrical specifications can cause a fire and electric 
shock. 


When using an extension cable, ensure that the cable is rated at 7 A or higher. 


Using a cable rated lower than the specified rating can cause a fire and electric 
shock. 


Electricity Consumption: 


МАХ : 1.0 A (AC 220 V 50 Hz) 
MAX : 1.0 A (AC 220 V 60 Hz) 
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2-2 OPERATION AREA 


The dimensions below are for generic cabinets. 


e For the operation of this machine, secure a minimum area of 0.81 m (31.9 in) 
width x 1.3 m (51.2 in) depth. SEGA shall not be held responsible for damage or 
compensation for damage to a third party, resulting from the failure to observe 
this instruction. 


The ceiling where this product is installed must be at least 2.0 m (78.7 in) high. 
If the ceiling is too low, the heat emitted from the product may cause it to catch 
on fire. 


Be sure to provide sufficient space specified in this manual. Do not allow 
objects to block the ventilation ports. It can cause generation of heat and a fire. 


Put the cabinets close together so that people cannot get through or provide 
enough space between them that people can go both ways without difficulty. 
If the cabinets are installed carelessly, people may bump into each other or 
the cabinets when passing between them or fall down. To prevent people from 
walking between them, place them 0.15 m (5.9 in) apart. 


If the machine does not fit through the entryway to the installation location, 
do not disassemble it without first consulting the instructions. Specific 
tools and adjustment procedures are required to assemble and disassemble 
the mechanical parts. Attempting to assemble or disassemble the machine 
without consulting the instructions may result in accidents during assembly/ 
disassembly and electric shock, short circuits, and/or personal injury during 
operation. If the machine still does not fit through the entryway after following 
the procedures in this manual, contact your retailer or the office listed in this 
manual. 


If the machine is still too large to fit through the entryway after following the 
procedures listed in this manual, do not tip the machine on its side. Attempting 
to transport the machine while it is tipped on its side may cause accidents. It 
may also damage or warp parts of the machine, resulting in accidents during 
operation. 


To install this product, the entrance must be at least 0.65 m (25.6 in) in width 
and 1.4 m (55.1 in) in height. If the entrance is too narrow, do not tilt the product 
carelessly. If all the product weight is put on the casters at one side only, there 
could be damage or deformation, causing serious accidents such as workers 
getting caught underneath. 
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0.81 m (31.9 in) 


Air vent 
0.15 m 
(5.9 in) 
or more 


1.3m 
(51.2 in) 
or more 


20m 
(78.7 in) 
or more 
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PRECAUTIONS REGARDING PRODUCT OPERATION 


To avoid injury and trouble, be sure to pay attention to the behavior of visitors and players. 
Make sure you fully recognize the fact that most players of this game will be young children and take hygiene into 
consideration, keeping places directly touched by players clean. 


3-1 BEFORE OPERATION 


ZA WARNING 


In order to avoid accidents, check the following before starting the operation: 


e To ensure maximum safety for the players and the customers, ensure that 
where the product is operated has sufficient lighting to allow any warnings to 
be read. Operation under insufficient lighting can cause bodily contact with 
each other, hitting accident, and/or trouble between customers. 


Check if all of the adjusters are in contact with the surface. If they are not, the 
cabinet can move and cause an accident. 


Ensure that all the adjusters 
are in contact with the floor. 


Do not put any heavy item on this product. Placing any heavy item on the 
product can cause a falling down accident or parts damage. 


Do not climb on the product. Climbing on the product can cause falling down 
accidents. To check the top portion of the product, use a step/stepladder. 


To avoid electric shock, check to see if door and cover parts are damaged 
or omitted. 


Do not place the following items on top of the product, nearby the product or 
hang them from the ceiling. Doing so could result in electric shock, short 
circuits and/or damage to the parts. 

Flower vases, flowerpots, cups, water tanks, cosmetics, and receptacles/ 
containers/vessels containing chemicals and water. 


Ba 
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PRECAUTIONS REGARDING PRODUCT OPERATION 


ZA CAUTION 


e To avoid injury, be sure to provide sufficient space by considering the 
potentially crowded situation at the installation location. Insufficient installation 
space can cause contact, collisions, and/or trouble between customers. 


e During daily cleaning, be sure to check the surface of the parts that the player 
touches with his/her hands for damage, cracks, or loose screws. If a player 


uses the machine while it is damaged, cracked, or has a loose screw, the player 
may become injured. 


e Check carefully to make sure there are no gaps in the cabinet joints and that 


they are not loose. If there are gaps or looseness, players may get their hands 
or fingers caught, resulting in an injury. 


e Make sure all the doors are locked securely and that they do not rattle. If the 


doors are not locked properly or there are gaps or rattling, the players could 
get their fingers or hands caught. It could also invite mischief. 


e Prepare a place where players can rest if they feel sick. 


. ® Be sure to perform appropriate adjustment of the LCD. For operation of this 
machine, do not leave monitor's flickering or deviation as is. Failure to observe 


this can have a bad influence upon the players' or the customers' physical 
conditions. 


Players directly touch the controller with their bare hands so it is recommended 
that wet towels (paper towels) be provided. 


Diligently clean the parts that players touch directly to ensure a pleasant game 
playing experience. 


Inspect the coin insert slots to make sure no foreign objects have been inserted 
and that they have not otherwise been tampered with. This will prevent play. 


To prevent damage to the touch panel surface, do not hit or scratch the touch 
panel surface with hard objects (sticks with sharp ends, pens etc.). 


Do not stick tape, stickers or anything else onto the screen. Any kind of adhesive 
may damage the surface of the screen. 
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3-2 PAYING ATTENTION TO CUSTOMERS 


To avoid injury and trouble, be sure to pay attention to the behavior of visitors and players. 


| ZA WARNING 


For safety reasons, do not allow any of the following people to play the game. 
Failure to observe this warning could result in serious injury. 


- Persons who disregard the product's warning displays. 
- Those who are intoxicated or under the influence of drugs. 


To avoid injury from falls and electric shocks due to spilled drinks, instruct the 
player not to place heavy items or drinks on the product. 


To avoid electric shocks and short circuits, do not allow customers to put 
hands and fingers or extraneous matter in the openings of the product or small 
openings іп or around the doors. 


To avoid falls and resulting injury, immediately stop the customer from leaning 
against or climbing on the product, etc. 


To avoid electric shock and short circuit, do not allow customers to unplug the 
power plug without a justifiable reason. 


For safety reasons, do not allow any of the following people to play the game. 
Failure to observe this warning could result in serious injury. 


Those who have experienced muscle convulsion or loss of consciousness 
when playing video games, etc. 


Instruct those who feel sick during play to have a medical examination. 


Immediately stop such violent acts as hitting and kicking the product. Such 
violent acts can cause parts damage or falling down, resulting in injury due to 
fragments and falling down. 


Persons other than the player should not be allowed to touch the controls 
during play. They may brush against or collide with the controls or the player, 
possibly resulting in accidents. 


Hands and fingers can get caught if placed further into the card exit or coin 
return slot than necessary, resulting in injury. Be especially careful when 
children use them. 
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ЕЙ PART DESCRIPTIONS 


SPEAKER 


| 
| 


MANAGEMENT CARD UNIT SS EXTERNAL OUTPUT SIGNAL 


- == қ х СОММЕСТІОМ РОВТ 
CARD DISPENSER өз сұм ET 


Я 


RAE | x BACK LID 
ox | ЕЕ = 
aus | | 
| = | ACUNIT 
Mu a : 

Е је. 5 

ж — П 

U L iB. 

CARD HOLDER 


BILLBOARD COVER / A X S 
| AI 


т 
" UPPER 15 TYPE LCD WITH 
22 е. TOUCH PANEL (LCD) 

4 


— 


LOWER 15 TYPE LCD WITH 
TOUCH PANEL (LCD) 


BARCODE SCANNER 


Unlock the billboard cover with master key, pull it towards you and lift it up to take it off. 


mm 


22 
d # Н 


НН AEE 4 
НИН M 
ИНН 2 
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14 ACCESSORIES 


ЕВ ACCESSORIES 


Confirm that the accessories listed in the table below are present when setting up the product. 

Accessories marked Spare in the note column are consumable items but included as spares. 

Parts not labeled with part numbers are as yet unregistered or cannot be registered. Be sure to handle all parts with 
care, as some parts are not available for purchase separately. 


: OWNER'S MANUAL 
Ко oe т 420-7362-01 


This manual 


RINGWIDE SERVICE MANUAL 
420-7210-01 


KEY MASTER 
220-5793-2- A001 


Open and Close the service door and billboard cover. 
The key master is shipped with the manual packed together with the 
accessories. 


DVD SOFT KIT GGA E 
610-0816-0047 


POWER CABLE 
600-6618-01 


or 
600-6619-02 


5 2 
For cash box 
The keys are placed inside the coin chute door for shipping. 


accessories 15 


Part name/Part no. Diagram/Use etc. Quantity 


POP FOR GGA 
GGA-0004-01 


POP SIDE L 
GGA-0005-01 


POP SIDER 
GGA-0006-01 


~ 
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ACCESSORIES 


Part name/Part no. Diagram/Use etc. 


DISPLAY CARD SET 
620-0077-01 


5554 
PLASTIC Power poppe RZEŻP 
This set serves to display the design of Gacchu Guts cards. 


There are card holders on the cabinet, so ensure that you 
ATTACHMENT mount the cards as described in the Mounting Instructions below. 
INSTRUCTIONS 


пак = 


SAMPLE CARD (4) 


TAMPERPROOF WRENCH 
(for M4) 
540-0006-01 


TAMPERPROOF SCREW, 
CHROME 

M4x8 

008-T00408-0C 


For attaching the pop bracket and pop side L/R 
TAMPERPROOF SCREW, 
CHROME 
М4х 12 
008-T00412-0C 


For attaching the pop 


FLAT WASHER, CHROME 
(for M4 screws) 
068-441616-0C 


For attaching the pop 


ASSEMBLY AND INSTALLATION 


СВ ASSEMBLY AND INSTALLATION 


This work should be performed by site maintenance personnel or other skilled 
professionals. Work performed by non-technical personnel can cause a 
severe accident such as an electric shock. If no one with proper technological 
expertise is available, request service from the office indicated in this manual 
or the point-of-purchase so as to ensure safety. 


Adhere strictly to all of the work procedures stipulated in this manual. If two 
or more workers are working at the same time, exercise special caution. If 
sequences are carried out erroneously, accidents can result. There might also 
be cases in which the assembly cannot be completed. 


When assembling, be sure to use multiple persons. Depending on the assembly 
work, there are some cases in which working by one person alone can cause 
personal injury or parts damage. 


Make sure that all the adjusters are resting on the floor. The cabinet may move 


and cause an accident if the adjusters are not laid out properly. 

To perform work safely and avoid serious accident such as the cabinet falling 
down, do not perform work in places where step-like grade differences, a ditch, 
or slope exist. 


Ensure that plenty of space is available for assembly and installation. 
Performing these tasks in an unsuitable environment may cause accidents. 


Be sure to perform grounding appropriately. Inappropriate grounding can cause 
an electric shock. 

Ensure that connectors are accurately connected. Incomplete connections can 
cause electric shock or short circuit. 

When connecting cables inside the cabinet, there may be instances in which 
the indoor lighting does not reach that location. Have a flashlight or other 
auxiliary lighting equipment on hand. If cables are connected carelessly, there 
could be an accidental short circuit, fire, etc. 


Z\ CAUTION 


e Be careful in handling plastic parts. If such parts are exposed to excessive 
loads or impact, they might become damaged, resulting in fragments or cracks 
that could cause accidental injury. 

e Support and hold parts in place securely and fasten them with screws and/or 


bolts. Use two workers, one to support the part and another to fasten it in place. 
If a part is not supported securely, it might fall down, resulting in an accident. 


e Wear appropriate work clothing so that work can be performed safely. Use 
gloves and safety shoes to prevent accidents or injuries. 
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TOOLS NECESSARY FOR WORK 


TAMPERPROOF WRENCH (for M4) 
(Accessory) 


SPANNER 
(with opposite side distance of 24 mm) 


KEY MASTER 
(Accessory) 


FLASHLIGHT or OTHER 
SUPPLEMENTARY LIGHTING 
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6-1 ASSEMBLING THE POP 


4 Lightly fasten the pop bracket to the cabinet 
Ё with 2 tamperproof screws. 


POP BRACKET 


TAMPERPROOF SCREW (2), chrome 
M4x8 


^) Insert the pop to the pop bracket. Press the pop bracket 

ЖЕ against Ше front of the cabinet and tightly fasten it in place 
with the 2 tamperproof screws that were lightly fastened in 
Step 1. 


3 From the front cabinet, affix the pop to the 
> cabinet with 4 tamperproof screws. 


TAMPERPROOF SCREW (4), chrome 
M4 x 12, large flat washer used 


20 
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ASSEMBLY AND INSTALLATION 


4 Attach the pop side L and R using 3 tamperproof screws. 


[Sa * 
TAMPERPROOF SCREW (3 ea.), chrome d Е 


М4х8 
РОР SIDEL ГИ 


POP SIDER 


Refer to the attachment instructions included with the display card set and attach the sample cards in the 
position indicated. 


7 Refer to Step 5 and work in reverse order to attach the billboard cover. 


“г 
37. 


ASSEMBLY AND INSTALLATION 2... 


6-2 SETTING CARDS | г 


1 Unlock Ше service door with the master key 
| and open it. 


Unlock 


3 Take out the card weight. (The weight is 
fastened in place with tape for shipping.) 


NOTE: Using a different weight can cause 
the cards to get jammed. Always use 
the designated weight. 


4 Clean the card dispenser. (See 12-4.) 
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Take the wrapping off the new cards and gently riffle Far side 
through them. - р 


NOTE: Cards come іп pack of 200. Ве careful not to 
damage the new cards, removing the wrapping of 


them. Set the cards face-up in the dispenser, in the 
direction shown in the figure. 


SZER 


Refill the cards. 


NOTE: Do not load more than 401 cards. It 
may cause jammed cards. 


Reposition the weight and close the refill | дно 
door. 


Q Insert the management card into Card Slot 1 
О  or2 on the management card unit with the 
arrow facing down. Insert it all the way until 
it hits the other side. 
NOTE: When inserting only one management 
card, it is recommended that it will 
be inserted into Card Slot 1. 


MANAGEMENT CARD UNIT 


MANAGEMENT CARD 


(©) Refer to Step 1 and work in reverse order to close the service door. 
ыў 
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24 ASSEMBLY AND INSTALLATION 


ÆA WARNING 


Make sure that all the adjusters are resting on the floor. The cabinet may move and 
cause an accident if the adjusters are not laid out properly. 


Moving casters over the floor surface can damage the floor, depending on its mate- 
rial. 


This product has 4 casters and 2 adjusters. When the installation site has been determined, have the adjusters come 
in direct contact with the floor. Establish a gap of about 7 mm between the floor and the casters and adjust the unit so 
that it will remain level. 


ADJUSTER (2) 


MOVABLE CASTER (2) 


Refer to this figure. (Scale: 1/100) for the layout of the place of installation. 


4A 


7 
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ASSEMBLY AND INSTALLATION 


not to push on the screen or plastic components. 


Move the product to the installation location. Be careful 
k wall and the back of the cabinet. 


Secure at least 150 mm and higher space between the bac 


Bring the adjusters into direct contact with the floor. Use a wrench to align the height of the adjusters until 
the cabinet is perfectly level. 


ADJUSTER 


About 7 mm 


25 
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ASSEMBLY АКО INSTALLATION 


6-4 CONNECTING THE POWER CABLE AND EARTH 


/N WARNING 


e Use the power supply equipped with an earth leakage breaker. Use of power 
supply without such a breaker could result in fire if there is a current leakage. 


Have available a securely grounded indoor earth terminal. Without proper 


grounding, customers could be electrocuted and product operations might not 
always be stable. 


Do not expose the power cable or earth cable. If these are exposed, customers 
could stumble over them, for instance, and easily damage them. Additionally, if 
these lines are damaged, there could be a risk of electrical shock or short cir- 


cuit. Set these lines at locations where they will not interfere with customer traf- 
fic, or attach covers to them. 


The AC unit has power switch, circuit protector, earth terminal and the inlet which connects the power cable. 


LAN PORT 


(S INLET 
POWER SWITCH | o © 


ма (c Lo oe ь[ 


EARTH SCREW e 
Connect with indoor earth terminal. 
AC unit CIRCUIT PROTECTOR 


ASSEMBLY AND INSTALLATION 


“ Confirm that the power switch is at OFF. 


POWER SWITCH OFF 


ry Connect one end of the earth cable to the AC earth terminal, and the other end to the indoor earth terminal. 


А. Тһе accessory power cable contains earth cable. Connect power cable to AC unit inlet, and then insert 
power cable plug into "power outlet with earth terminal." 


2) Тһе power cable is laid out indoors. Protect the power cable by attaching cable cover to it. 


“2 


ASSEMBLY AND INSTALLATION 


This screen is displayed when there are no management cards with remaining uses in the management card unit. 
If this screen is displayed, turn the power off, set a management card with remaining uses in the management card 
unit, and turn the power back on. (See Step 8 in 6-2.) 


Out of Management Card 


Please call the local attendant 


їшї off Шо mode | 


200 replaca M with a new вала, 


MANAGEMENT CARD ERROR screen 


6-6 ADJUSTING THE SOUND VOLUME 


Open the service door, and the maintenance switch shown will appear. (See 6-5.) 

Press the VOLUME/TEST button on the maintenance switch to adjust the sound volume. 

Adjust the sound to the optimum volume, taking into consideration the environmental requirements of the 
installation location. 


POWER SWITCH OFF POWER VOLUME/TEST SERVICE 


POWER SWITCH 


VOLUME/TEST BUTTON SERVICE BUTTON 


7 


гуй ZE, 7 7 ли 1. АМИ 
“ASTEA УТО ОТМЕ SETTING 


=. — 
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VOLUME ADJUSTMENT screen 
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ASSEMBLY AND INSTALLATION 


Press the TEST Button to display the VOLUME ADJUSTMENT screen. Be aware that the background 
will differ depending on when you press the TEST Button. 


À 


Touch UP or DOWN as displayed on-screen to adjust sound volume. Press UP to raise the sound volume, 
and press DOWN to lower it. 


NOTE: The 16-setting range is from 0-15 from softest (0) to loudest (15). Default setting: 11 


A) 


After setting the sound volume, wait 10 seconds without pressing anything, or use the SERVICE Button to 
select EXIT and press the TEST Button. 


The VOLUME ADJUSTMENT screen will disappear, and the setting will be saved. 


=> 
u t 


6-7 ASSEMBLING CHECK | 


Open the service door, and the maintenance switch shown will appear. (See 6-5.) 


After turning the power on, press the SERVICE Button on the maintenance switch to start the game. Check that the 
unit is functioning normally and that it can be played properly. 


POWER SWITCH OFF POWER VOLUME/TEST SERVICE 


POWER SWITCH 


VOLUME/TEST BUTTON SERVICE BUTTON 


Check each item below to ensure that there are no operation problems. 

O Does the game proceed properly on the screen? 

О Is the screen properly adjusted? 

П Does the touch panel work correctly? 

П Are the cards dispensed properly? 

П Is the card scan (card reading) conducted properly? 

О Is the management card correctly recognized? (Is the LED lamp on the management card unit lit up?) 
П Does the management card subtract properly? 


For more detailed, specific confirmation, refer to the Chapter 10 "SYSTEM TEST MODE" and Chapter 11 "GAME 
TEST MENU." 


PRECAUTIONS WHEN MOVING THE MACHINE 
PRECAUTIONS WHEN MOVING THE MACHINE 


ИХ WARNING 


As used in these instructions, the term "moving" refers to moving of the 
product within the same building, store or facility. These instructions do not 
cover moving between different buildings, areas, stores or facilities, since 
diverse factors are involved, not only packaging but also loading onto transport 
vehicles, and securing the product in place during transport. To transport the 
product to a different building or store, contact the office listed in this manual 
or the point-of-purchase. Or request that moving be done for you. This product 
is made up of parts that are of large size and heavy weight. Unless work is 
entrusted to someone with expertise in packaging and transport of such parts, 
a serious accident might occur. 


Never disassemble the unit in ways other than those described in this manual. 
Doing so can cause accidents such as electric shocks, short circuits, and fires. 


When moving the machine, be sure to pull out the plug from the power supply. 
Moving the machine with the plug still inserted can cause the power cable to be 
damaged, resulting in a fire and/or electric shock. 


When moving the machine on the floor, retract the adjusters, and ensure that 
the casters make contact with the floor. Pay careful attention so that the casters 
do not run over power cables and earth cables. Damaging the power cables can 
cause an electric shock and/or short circuit. 

When lifting the cabinet, be sure to hold the grip portions or bottom part. 
Lifting the cabinet by holding other portions may damage parts and installation 
portions due to the empty weight of the cabinet, and may cause personal injury. 
Ensure that casters are not placed on a sloped or otherwise unstable surface 
where they could move under their own weight. 


个 CAUTION 


When moving the cabinet, do not hold or push any parts other than those 
designated. Careless handling could cause these parts to break, and broken 
pieces may cause personal injury. 


IMPORTANT 


Moving casters over the floor surface can damage the floor, depending on its mate- 
rial. Have available a mat for moving casters over the floor. If there is a rug or carpet 
on the floor, remove it before moving the unit. 
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PRECAUTIONS WHEN MOVING THE MACHINE 


Do not push on the product by parts made of plastic (the shaded areas). Doing so could cause these parts to break, 
and broken pieces may cause personal injury. When moving the cabinet, be sure to hold the grip portions. 


Ж 
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(ЕЙ GAME DESCRIPTION 


In "GACCHU GUTS!!" you control 3 beetles and fight with them in "Gacchu combination." You create a deck 
comprising 3 cards, and then a battle begins between 6 beetles — 3 on your side, 3 on your opponent's. (The number 
will be supplemented if you do not have enough cards.) If you collect enough points (Guts Balls) in-game and bring 
your "Guts" to 10096, the "Gacchu mini game" starts. If successful, your 3 beetles will combine and transform into 
a powerful "Gacchu" (combined beetle). The game is a sequence of attack and defense phases, in which you must 
reduce your opponent's HP to 0 to win. If your own HP reaches 0, you lose. 


Players can select between 2 modes, "Beginner Battle" and "Normal Battle." 
On top of that, within "Normal Battle" players can choose from easy mode, intermediate mode and advanced mode. 
The upper limit of the number of stages to be played differs depending on the mode selected. 


BEGINNER 
BATTLE 


NORMAL BATTLE | Easy mode 


Card Details 


There are 3 types of card: "Beetle Cards," "Ultra Gacchu Cards" and "Ultra Upgrade Cards." Each have their own 
attributes and affinity with the various stages (6 types: Origin, Armor, Metal, Mecha, Bio, Crystal.) Also, the higher 
the combined Strength Level (total number of stars) of your chosen 3 cards is, the stronger the resulting Gacchu 
will be. By combining cards with high Strength Level and affinity with the stage, you can evolve your Gacchu even 
further. (Ultra Gacchu) 


BEETLE CARD | Normal card. This is scanned when creating the deck. 
ATTRIBUTE MARK. | There are 6 attributes: Origin, Armor, Metal, Mecha, Bio, Crystal. 


BEETLE Displays the beetle that will battle. 


BEETLE NAME Тһе beetle's name is shown here 


STRENGTH LEVEL | Each card has between 1 and 3 star marks. The more star marks a 
card has, the stronger it is. 


ULTRA Makes 3 types of beetle, which will combine to evolve into an Ultra Gacchu, appear. This is 
GACCHU scanned when creating the deck. 


CARD ATTRIBUTE MARK | There are 6 attributes: Origin, Armor, Metal, Mecha, Bio, Crystal. 


ULTRA 
UPGRADE 
CARD 


Equips special parts to an Ultra Gacchu. 
Ultra Upgrade Cards can be used with an Ultra Gacchu with the same attribute. 


They can only be scanned after Guts has reached 10094 and before enterin ini 
2 g the Gacchu mini 
game, while the ULTRA UPGRADE CHANCE caption is displayed on-screen. 


ATTRIBUTE MARK | There are 6 attributes: Origin, Armor, Metal, Mecha, Bio, Crystal. 


Shows the part that will be equipped after successful Ultra Gacchu 
The name of the special part to be equipped is shown here. 


SPECIAL PART 
NAME 
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STRENGTH LEVEL 


ATTRIBUTE MARK ATTRIBUTE MARK 


| BEETLE 


BEETLE NAME 


=== 


[SSS esd 


BEETLE CARD ULTRA GACCHU CARD 


ATTRIBUTE MARK 


x Гзи — l T 
N FE А ЖОТА СА 


ЗРЕСАГ РАКТ 


SPECIAL PART NAME 


ULTRA UPGRADE CARD 


GAME DESCRIPTION 


2 1 card will be dispensed from the card exit. Dispensed cards are random. Players cannot select the type of 
card. 


Once the card is taken, the game begins. The game does not proceed to the next screen until the card is 
taken. 


4 Touch the screen to select Ше mode. Тһе 
7177 first touch pre-selects, and the second touch | | LES — 
confirms. Also, if EXIT GAME is selected етсш A MAN 
and confirmed, it will quit without entering a 

game. 
NOTE: If 30 seconds pass without the screen 
being touched, the game will enter 
"BEGINNER BATTLE," but if time 
runs out after pre-selecting a stage, 
that pre-selected stage will be chosen. 


NORMAL BATTLE 


EXIT GAME 


BEGINNER BATTLE 
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Your VS. opponent appears. Touch Next to 
skip directly to the scan screen. 


上 一 一 -一 一 -~ 一 一 一 


6 Touch Press OK while the roulette wheel is 
spinning to stop it and decide the stage. If 5 
seconds pass without the button being touched, гена 
the roulette wheel will stop and Ше stage will Ас 
be decided automatically. However, day/night | 
is decided randomly. 


PRESS THE BUTTON! 


unnan ee ee 
SN 73-0. 6/718 ZONA 


Press OK 


STAGE SELECT screen 


The deck your opponent will use is then 
displayed. Touch Next to proceed to the scan 
screen. 


Scan the cards that you have and choose the 
beetles that will battle. Provided it is within 
the time limit, your choices can be swapped 
out any number of times. The values for 
"Skill Power" and "Gacchu Power" will differ 
depending on the combination of cards you 
scan. If enough cards are not scanned within 
the time limit, or if the START BATTLE 
button is pressed, supplementary beetles will 
be added to make up for insufficient cards. 


SKILL POWER 


GACCHU POWER 


= 2 —Аы «= 


NS 


BATTLE DECK screen 


Maas Sg 
1% MSS ble. i 
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СО 


The beetles that were scanned are now 
displayed, and who goes first is decided based 
on how high your Skill Power is. Whoever 
has the higher Skill Power goes first. If it is a 
draw, the player goes first. 


Note: In Beginner Mode, the player always 
goes first. 


қ pe 


Е You һауе the higher Skill Powers 50 you will/go.first! 


1 () The battle begins. 


«SHIELD TRAP» 


While defending, you can set a Shield Trap on 
one of your 3 beetles to attempt to evade your 
opponent's attack. Equally, your opponent сап 
set a shield trap to attempt to evade your at- 
tack. Also, you cannot activate skills if you at- 
tack/are attacked by the opponent's beetle that 
has the Shield Trap set on it. 


SHIELD TRAP screen 


<OFFENSE> 


Touch the Power Throttle displayed on- 
screen. Depending on where it lands, you can 
deal damage to your opponent. Also, touch 
the Guts Balls that are released by the Power 
Throttle to raise your Guts. If you touch the 
Guts Mines that are released at the same time, 
your Guts will decrease. 


POWER THROTTLE 


GUTS BALL 


GUTS MINE 


<DEFENSE> 


When your opponent attacks, touch the Power 
Throttle displayed on-screen. You can lessen 
the damage depending on where it lands. Also, 
when you touch the Power Throttle, a number 
of Damage Balls will appear. Touch these and 
make them disappear before they reach the 
Power Throttle to lessen the damage. 


POWER THROTTLE 


DAMAGE BALL 


DEFENSE screen 
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<GACCHU MINI GAME» 


When you collect enough points (Guts Balls) 
in-game and bring your "Сш" to 100%, the 
"Gacchu mini game" starts. Spin the Gac- 
chu Ball (Track Ball) displayed on the screen 
always in the same direction to make it grow 
bigger. If it grows larger than the rings, the 
charge is successful and a Gacchu combina- 
tion can be performed. 


TIME LIMIT 


GACCHU MINI GAME screen 


1 Reduce your opponent's HP to 0 to win. № ааа E E LX O ci 
your own HP reaches 0, you lose. If 20 turns ӘӘ RESULT: „Ал. и 
pass and neither player has won, then the PAN" PP 


player with more HP in the 21st turn wins. 
Combined battle rank is displayed on the 
upper screen, graded from S to D. Also, total 
points are displayed on the lower screen, and a 
title is awarded based on the total points. 


COMBINED RANK 


TOTAL POINTS 


RESULT screen 
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1 2 The game is over. 
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ЕЙ SWITCH UNIT AND СОМ METER 


ZN WARNING 


Use with the specified settings. If settings other than those specified are used, 
inappropriate operations or malfunction may occur. 


Be careful not to damage the cables. Damaged cables may cause electric shock 
or short circuit or present a risk of fire. 


e Coins will be ejected when the power switch is in the OFF position. Also, while the 
тета TEST MODE screen is displayed, credits cannot be counted even coins аге insert- 
FC ed. 


e Removing the coin meter circuitry renders the game inoperable. 


Open the service door, and the maintenance switch shown will appear. (See 6-5.) 
The function of each button is as listed below. 


POWER SWITCH OFF POWER VOLUME/TEST SERVICE 
ОСТ M 


POWER SWITCH 


VOLUME/TEST BUTTON SERVICE BUTTON 
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SWITCH UNIT АМО СОМ METER 


| 
1 
| 
| 
| 
| 
i 
After using a master key to unlock the service door, the coin meter can be found at the bottom of the cashbox. The | 
coin meter counts Ше number of coins inserted into the coin insert slot. | 
| 
| 
1 
| 
| 
1 
| 
| 
| 
| 
| 


сом METER | 6:2 МЕТЕК 
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SYSTEM TEST MODE 


| IMPORTANT 


тета 


e The details of changes to TEST MODE settings are saved when you exit from 
TEST MODE by selecting EXIT from the SYSTEM TEST MODE menu. Be careful 
because if the power is turned off before that point, changes to the settings will be 


lost. 


e Use with the specified settings. If settings other than those specified are used, in- 
appropriate operations or malfunction may occur. 


In the SYSTEM TEST MODE, the main activities include checking RINGWIDE information and actions and the 
setting of coin/credit. Also, a screen appears for checking screen adjustments. For details, see the RINGWIDE 
Service Manual. 


———— 


10 | 4 Press the VOLUME/TEST Button оп the maintenance switch located within the service door to display the 
| volume adjustment screen. Select EXIT to return to Ше previous screen. Be aware that the background will 
differ depending on when you press the VOLUME/TEST Button. 


VOLUME ADJUSTMENT screen 


2 Press the SERVICE Button to select TEST MODE. 


SYSTEM TEST МОРЕ 


3 Press the VOLUME/TEST Button to display the SYSTEM TEST MODE screen. 
ы? 


5Ү5ТЕМ ТЕ5Т МОРЕ 


САМЕ ТЕ5Т МОРЕ 
SYSTEM INFORMATION 
STORAGE INFORMATION 
JVS TEST 
MONITOR TEST 
SPEAKER TEST 
COIN ASSIGNMENTS 
CLOCK SETTING 
NETWORK SETTING 

> EXIT 


SELECT WITH SERVICE BUTTON 
AND PRESS TEST BUTTON 


SYSTEM TEST MODE screen 


Use the following settings with this product. If different settings are used, an error message will be displayed, and 
there is a risk of incorrect operation. 


«NETWORK SETTING> 
иМАТХ NETWORK 


DHCP ENABLE 


This product does not use a network connection. Do not connect a LAN cable. 
Do not change the DHCP setting from ENABLE. 


Loo 
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САМЕ ТЕ5Т МООЕ 


4 Refer to Steps 1 to 3 in Chapter 10 "SYSTEM TEST MODE" and bring up the SYSTEM TEST MODE 
| screen. 


Press the SERVICE Button to select GAME TEST MODE. 
NOTE: Select EXIT to return to the advertise mode screen. 


у 


3 Press the VOLUME/TEST Button to display the GAME TEST MODE MENU screen. 


IMPORTANT 


e To change settings in the GAME TEST MODE, simply making changes on the set- 
ting screen will not be effective. Complete the TEST MODE in normal fashion. 


е Use with the specified settings. If settings other than those specified are used, in- 
appropriate operations or malfunction may occur. 


GAME TEST MENU 


BOOKKEEPING 

INPUT TEST 

OUTPUT TEST 

GAME ASSIGNMENTS 
L.C.D. TEST 

TOUCH PANEL TEST 
TOUCH PANEL SETTING 
BARCODE SCANNER TEST 
CARD DISPENSER TEST 
MANAGEMENT CARD STATUS 
BACKUP DATA CLEAR 


» EXIT 


SELECT WITH SERVICE BUTTON 
AND PRESS TEST BUTTON 


GAME TEST MENU screen 


Controls 


- Press the SERVICE Button to select menu item. 
- Press the VOLUME/TEST Button to confirm the selected item. 
- Select EXIT and press the VOLUME/TEST Button to return to the SYSTEM TEST MODE screen. 


GAME TEST MODE 


MA 


mMenu Items 


Tests each input device used for the game. 


TOUCH PANEL SETTING Set touch panel frequency. 
BARCODE SCANNER TEST Test barcode scanner operation. 


CARD DISPENSER TEST Test card dispenser operation. 
MANAGEMENT CARD STATUS Check management card information. 
BACKUP DATA CLEAR Erases all types of game records. 
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11-2 BOOKKEEPING - 


Each game record can be viewed. 


GAME TEST MODE 
BOOKKEEPING MENU 


COIN COUNT 
PLAY COUNT 
PLAY TIME 
CARD DISPENSER DATA 


> EXIT 


хжжж/жж/жж kkkkkk Date when the i 
хх; *жх BOOKKEEPING MENU 


was entered. 


SELECT WITH SERVICE BUTTON 
AND PRESS TEST BUTTON 


BOOKKEEPING MENU screen 


mControls 


- Press the SERVICE Button to select menu item. 
- Press the VOLUME/TEST Button to confirm the selected item. 
- Select EXIT and press the VOLUME/TEST Button to return to the GAME TEST MENU screen. 


mMenu Items 


View data about number of plays. 
View each status of the card dispenser as it operated in-game. 


11-2-1 СОМ COUNT 


СОМ COUNT screen 6 


mControls 
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САМЕ ТЕЗТ МОРЕ 
BOOKKEEPING-COIN COUNT 


COIN 1 
COIN 2 
TOTAL COINS 


COIN CREDITS 
SERVICE CREDITS 
TOTAL CREDITS 


PRESS TEST BUTTON TO EXIT 


Press the VOLUME/TEST Button to return to the BOOKKEEPING MENU screen. 


шМепи Items 


COIN 1 

COIN 2 

TOTAL COINS 
COIN CREDITS 
SERVICE CREDITS 
TOTAL CREDITS 


Number of coins inserted into COIN 1. 
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11-2-2 РГАУ СОУМТ 


САМЕ ТЕЗТ МОРЕ 
BOOKKEEPING-PLAY COUNT 


PLAY COUNT 


CLEAR COUNT 


PRESS TEST BUTTON TO EXIT 


үзгүл PLAY COUNT screen 


mControls 


Press the VOLUME/TEST Button to return to the BOOKKEEPING MENU screen. 


mMenu Items 


PLAY COUNT Total number of plays. 
CLEAR COUNT Total cleared games. 
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11-2-3 PLAY TIME 


GAME TEST MODE 
BOOKKEEPING-PLAY TIME 


TOTAL TIME БЕН 
РҺАҮ ТІМЕ ct AD) и 
AVERAGE PLAY TIME 


LONGEST PLAY TIME 
SHORTEST PLAY TIME 


PRESS TEST BUTTON TO EXIT 


PLAY TIME screen ту 


mControls 
Press the VOLUME/TEST Button to return to the BOOKKEEPING MENU screen. 


mMenu Items 


PLAY TIME The cabinet's total play time. 
AVERAGE PLAY TIME Average play time per game. 


TOTAL TIME The cabinet's total operating time. 


LONGEST PLAY TIME Longest play time recorded for a game. 
SHORTEST PLAY TIME Shortest play time recorded for a game. 
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GAME TEST MODE 


11-2-4 CARD DISPENSER DATA 


GAME TEST MODE 
BOOKKEEPING-CARD DISPENSER DATA 


CARD DISPENSER 

CARD PAYOUT COUNT 
CARD JAMMED COUNT 
CARD EMPTY COUNT 
CARD ONLY SALE COUNT 


PRESS TEST BUTTON TO EXIT 


CARD DISPENSER DATA screen 


mControls 


Press the VOLUME/TEST Button to return to the BOOKKEEPING MENU screen. 


mMenu Items 


CARD PAYOUT COUNT Number of cards dispensed from card dispenser. 
CARD JAMMED COUNT Number of card jams. 
CARD EMPTY COUNT Number of times cards have run out. 


CARD ONLY SALE COUNT Number of cards dispensed without playing a game, having touched EXIT 


GAME. 


NOTE: Cards dispensed in TEST MODE (CARD DISPENSER TEST) are 
not counted. 
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Confirm each input device is functioning correctly. 
If the status of the SERVICE Button and the VOLUME/TEST Button each change from OFF to ON when pressed, 
then they are functioning correctly. 


GAME TEST MODE 
INPUT TEST 


SW NAME STATUS 
SERVICE OFF 
TEST OFF 


PRESS TEST AND SERVICE BUTTON TO EXIT 


INPUT TEST screen 


mControls 
Press the VOLUME/TEST Button and the SERVICE Button simultaneously to return to the GAME TEST MENU 
screen. 


mMenu Items 


SERVICE (SERVICE Button) Displays ON/OFF status. 
TEST (VOLUME/TEST Button) Displays ON/OFF status. 
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41-4 OUTPUT TEST 


Confirm the functioning of the coin blocker attached to the coin selector. 
Periodically use this screen to check that the coin blocker is functioning correctly. 


GAME TEST MODE 
OUTPUT TEST 


COIN BLOCKER ON 


> EXIT 


EB" SELECT WITH SERVICE BUTTON 
PTUS AND PRESS TEST BUTTON 


OUTPUT TEST screen 
mControls . 


- Press the SERVICE Button to select menu item. 
- Press the VOLUME/TEST Button to confirm the selected item. 


- Select EXIT and press the VOLUME/TEST Button to return to the GAME TEST MENU screen. 


uMenu Items 


COIN BLOCKER This function stops coins being inserted during gameplay, to prevent the consecutive 
inserting of coins. 


рана Coins will not be accepted. 
lor | Coins will be accepted. 


САМЕ TESTMODE 955 


| | 


Configure Ше game settings. 
Changes to settings will not be applied until TEST MODE has ended. Always exit TEST MODE properly. 


GAME TEST MENU 
GAME ASSIGNMENTS 


ADVERTISE SOUND 
CARD BUY MODE 
TOUCH EFFECT 


SELECT WITH SERVICE BUTTON Ln ME 
AND PRESS TEST BUTTON 


GAME ASSIGNMENTS screen 


mControls 


- Press the SERVICE Button to select menu item. 
- Press the VOLUME/TEST Button to confirm the selected item. 
- Select EXIT and press the VOLUME/TEST Button to return to the GAME TEST MENU screen. 


ADVERTISE Turns sound ON/OFF in advertise mode. 
во Sound plays during advertise mode. 
Sound does not play during advertise mode. 
CARD BUY MODE | Turns CARD BUY MODE (mode in which in which it is possible to only purchase 
cards and then cancel the game) ON/OFF. 
CARD BUY MODE enabled. 


CARD BUY MODE disabled. 
TOUCH EFFECT Turns the in-game touch panel vibration function ON/OFF. 


mMenu Items 


In-game touch panel vibration enabled. 
In-game touch panel vibration disabled. 


САМЕ ТЕЗТ МОРЕ 


САКО ВЏУ МОРЕ 


If CARD BUY MODE is turned ОМ, the EXIT GAME icon оп ће SELECT А MODE screen will be displayed т 
color and selectable. During a free play, EXIT GAME will not be selectable, regardless of whether CARD BUY 
MODE is ON/OFF. 


p - - = remm. ux POM M 
KE о 
[ 


| 
| 


| | SELECT А МОРЕ 


ЕХІТ САМЕ 


SELECT MODE screen 


mna | 


" 
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Confirm the LCD adjustment status. 
LCD status should be checked periodically. 
However, never adjust the hues for each color. 


11-6-1 COLOR CONFIRMATION SCREEN 


This is a color bar screen of 4 colors. Each of the colors (white, red, green and blue) are shown darkest on the left, 
and get brighter in 32 stages towards the right. If the white bar is black on the left extreme and white on the right, 
then the monitor's brightness is normal. 


GAME TEST MODE 
LCD TEST 1/4 


CZ 


PRESS TEST BUTTON TO CONTINUE 


LCD TEST 1/4 screen 


mControls 
Press the VOLUME/TEST Button to display the LCD TEST 2/4 screen. 


тн E от 
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11-6-2 SIZE CONFIRMATION SCREEN 


This is a grid screen used for confirmation, comprising 48 vertical cells and 64 horizontal cells. 

While this screen is displayed, the design cover and design sheet on the side to be adjusted must be removed. (See 
16-3.) 

Press the SELECT Button on the LCD adjustment board, and the display position will be adjusted automatically. 


ЕТЕ 
НЕ САМЕ ТЕ5Т МОРЕ 
LCD TEST 2/4 


PRESS TEST BUTTON TO CONTINUE: 


| на LCD TEST 2/4 screen 


| mControls 
Press the VOLUME/TEST Button to display the LCD TEST 3/4 screen. 


11-6-3 STANDARD WHITE SCREEN 


This is an entirely white screen. 


GAME TEST MODE 
LCD TEST 3/4 


PRESS TEST BUTTON TO CONTINUE 


LCD TEST 3/4 screen 


mControls 
Press the VOLUME/TEST Button to display the LCD TEST 4/4 screen. 


—— === = 


11-6-4 STRIPES SCREEN 


This is a black and white striped screen. 


ШІП 
САМЕ ТЕ5Т МООЕ 
LCD TEST 4/4 


PRESS TEST BUTTO 


ШИ ШИ ЇЇ 
LCD TEST 4/4 screen 


mControls 


Press the VOLUME/TEST Button to return to the GAME TEST MENU screen. 
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11-7 TOUCH PANEL TEST 


Performs the operational check and the adjustment on the touch panel. 
Changes to settings will not be applied until TEST MODE has ended. Always exit TEST MODE properly. 


GAME TEST MODE 
TOUCH PANEL TEST MENU 


TOUCH PANEL CHECK 

UPPER TOUCH PANEL ADJUSTMENT 
LOWER TOUCH PANEL ADJUSTMENT 
DEFAULT SETTING 

TOUCH PANEL EFFECT 


> EXIT 


SELECT WITH SERVICE BUTTON 
AND PRESS TEST BUTTON 


TOUCH PANEL TEST MENU screen 


mControls 


- Press the SERVICE Button to select menu item. 
- Press the VOLUME/TEST Button to confirm the selected item. 
- Select EXIT and press the VOLUME/TEST Button to return to the GAME TEST MENU screen. 


Performs an operational check on the touch panel. 
Adjust the upper touch panel. 


LOWER TOUCH PANEL Adjust the lower touch panel. 
ADJUSTMENT 


DEFAULT SETTING Resets the setting of the touch panel to default settings. 


TOUCH PANEL EFFECT Confirm the vibration function. 


mMenu Items 
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11-7-1 TOUCH PANEL CHECK 


TOUCH PANEL TEST MODE 
TOUCH PANEL CHECK 


PRESS TEST BUTTON TO EXIT 


TOUCH PANEL CHECK screen 


TOUCH PANEL TEST MODE 
TOUCH PANEL CHECK 


PRESS TEST BUTTON TO EXIT 


DURING TOUCH PANEL CHECK screen 


mControls 


- If you touch a point of your choosing on the TOUCH PANEL CHECK screen, and drag, the starting point will 
be marked with a green "+" mark, the end will be marked with a red "+" mark, and the points connecting the two 
will be shown as a blue line. 

- If you touch a point of your choosing and the display point of the "+" mark does not protrude around the size of 
your fingertip, that is normal. 

- И the "+" mark is displayed at a point significantly different to the point you touched, set the proper values in 
UPPER/LOWER TOUCH PANEL ADJUSTMENT to correct И. (See 11-7-2.) 

- Press the VOLUME/TEST Button to return to the TOUCH PANEL TEST MENU screen. 


GAME TEST МОРЕ 


11-7-2 UPPER/LOWER TOUCH PANEL ADJUSTMENT 


Adjust the upper/lower touch panel. 
The "+" mark will then be displayed at the center, top left, top right, bottom right and bottom left, in that order. 


TOUCH PANEL TEST MODE 
UPPER TOUCH PANEL ADJUSTMENT 


TOUCH CROSS EXACTLY 
PRESS TEST AND SERVICE BUTTON TO ABORT 


TOUCH PANEL ADJUSTMENT screen 


mControls 


- Perform correction by pressing the on-screen flashing orange "+" mark. If correction is completed correctly, 
"COMPLETED" will be displayed at the bottom of the screen. 

- If you press the VOLUME/TEST Button and the SERVICE Button simultaneously, correction will be aborted 
and "ABORT" will be displayed. Press the VOLUME/TEST Button again to return to the TOUCH PANEL TEST 
MENU screen. 


САМЕ ТЕЗТ МООЕ 


11-7-3 DEFAULT SETTING 


Resets the setting of the touch panel to default settings. 
Be absolutely sure not to touch the touch panel while it is resetting. 


TOUCH PANEL TEST MODE 
DEFAULT SETTING 


YES ( UPPER ) 
YES ( LOWER ) 


NO ( CANCEL ) 


SELECT WITH SERVICE BUTTON 
AND PRESS TEST BUTTON 


DEFAULT SETTING screen 


uControls 
- Press the SERVICE Button to select menu item. 
- Press the VOLUME/TEST Button to confirm the selected item. If the reset to default settings has been completed 


correctly, "COMPLETED" will be displayed, flashing, to the right of the selected item. 
- Select NO (CANCEL) and press the VOLUME/TEST Button to return to the TOUCH PANEL TEST MENU 


screen without reset touch panel settings. 


mMenu Items 


YES (UPPER) Reset the setting of the upper touch panel to default settings. 
Reset the setting of the lower touch panel to default settings. 
Return to the TOUCH PANEL TEST MENU screen without reset touch panel settings. 
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11-7-4 TOUCH PANEL EFFECT 


Confirms touch panel vibration function. 
If the selected touch panel vibrates, it is functioning normally. 


TOUCH PANEL TEST MODE 
TOUCH PANEL EFFECT 


> UPPER INDEX NO kkkkkkkkkk 
LOWER INDEX NO kkkkkkkkkk 
EXIT 


SELECT WITH SERVICE BUTTON 
AND PRESS TEST BUTTON 


TOUCH PANEL EFFECT screen 


mControls 


- Press the SERVICE Button to select menu item. 
- Press the VOLUME/TEST Button to confirm the selected item. 
- Select EXIT and press the VOLUME/TEST Button to return to the TOUCH PANEL TEST MENU screen. 


mMenu Items 


UPPERINDEXNO | Confirm upper touch panel vibration function. 
LOWER INDEX NO | Confirm lower touch panel vibration function. 


mm ЇЇ 
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IMPORTANT 


e Only change the touch panel frequency settings if there seem to be functional 
problems, such as not responding when touched. 


e Change settings 1 type at a time, in order. 


Change the setting of the touch panel frequency. If the touch panel does not work, it may improve the operation by 
changing the settiing of touch panel frequency. There are 12 - type settings. 


COMBINATION FREQ TYPE 1 


| 
ЕКЕО ТҮРЕ 2 
T 
GAME TEST MODE FREQ TYPE 3 
TOUCH PANEL SETTING MENU | 
ЕВЕО ТҮРЕ 4 
| 
СОМВТМАТТОМ ЕВЕО ТУРЕ 1 
СНАМСЕ ЕВЕО ТУРЕ 1 ак ҮРЕ 5 
ADJUSTMENT TOUCH PANEL ( HARD ) FREQ TYPE 6 
| 
2. ВАЛ ЕКЕО ТҮРЕ 7 
ЗТАВТ ЕВЕО ЕВЕО ТУРЕ 1 ЕКЕО ТУРЕ 8 
| 
ЕКЕО ТУРЕ 9 
| 
ЕКЕО ТУРЕ 10 
U 
SELECT WITH SERVICE BUTTON RL 11 
AND PRESS TEST BUTTON FREQ TYPE 12 
TOUCH PANEL SETTING MENU 1/3 screen FREQUENCY SETTING TYPES 


mControls 


- Press the SERVICE Button to select menu item. 
- Press the VOLUME/TEST Button to confirm the selected item. 
- Select EXIT and press the VOLUME/TEST Button to return to the GAME TEST MENU screen. 


Е 


Па с 


у 
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----,----- 


uMenu Items 


COMBINATION Change the combined 12 types. 
CHANGE Updates combination settings to those changed in COMBINATION. 


ADJUSTMENT TOUCH | Correct upper/lower screen touch panel response positions. 

PANEL (HARD) 

START FREQ Displays the settings from when you entered the Touch Panel Setting Menu. Once 
you leave the Touch Panel Setting Menu, the newest settings will be applied, and 
displayed. 


How to Update Settings 


A Select COMBINATION and press the VOLUME/TEST Button only once, then change the settings. Each 
| time you press the VOLUME/TEST Button, Ше frequency type will switch in the order indicated by Ше 
arrow marks. (See FREQUENCY SETTING TYPES) 


2 Select CHANGE and press the VOLUME/TEST Button, and the settings changed in Step 1 will be 
updated. 


3 Confirm the response of both the upper and lower touch panels. Check the response to both "touch" and 
"drag" type control. If the display point of the "+" mark does not protrude around the size of your fingertip, 


that is normal. 

А "+" mark will be displayed where a touch is recognized. There are 3 types (3 colors) of "+" mark — green 
is the start of a touch (drag), red is the end, and blue marks will appear between the two. In the case of a 
drag, the blue will become a line (track). This track will disappear after a set time. 


GAME TEST MODE 
TOUCH PANEL SETTING MENU 


COMBINATION FREQ TYPE 1 

» CHANGE FREQ TYPE 1 
ADJUSTMENT TOUCH PANEL (HARD) 
EXIT 


START FREQ FREQ TYPE 1 


SELECT WITH SERVICE BUTTON 
AND PRESS TEST BUTTON 


TOUCH PANEL SETTING MENU 2/3 screen 


_ ^o o e e e ama tD Se E E 
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Drag from Ше corner of Ше screen to Ше opposite corner, and check that the track is displayed correctly. 


GAME TEST MODE 
р . TOUCH PANEL SETTING MENU 


- 


” 
И 


~ COMBINATION FREQ ТҮРЕ, 
> ЗОНАНОЕ. FREQ TYPE 1.” 
ADSUSTMENT TOUCH „PANEL (HARD) 


2 


` ' 
Р 
` r 
` 

+ 


ЕХТТ 


r. 


” 


START FREQ >“ FREQ ТУРЕ 1 


-SELECT WITH SERVICE BUTTON <.___ 
А АКО РВЕ55 ТЕ5Т ВОТТОМ 


TOUCH PANEL SETTING MENU 3/3 screen 


4; If even one of the upper/lower screens does not respond correctly, refer to Steps 1 to 3 and check the 
“i response of the touch panels in the same way. 


If there are no response problems, select ADJUSTMENT TOUCH PANEL (HARD) and press the 
VOLUME/TEST Button to display the ADJUSTMENT TOUCH PANEL (HARD) screen. 


=. 


) 


б Touch Ше orange "+" mark slowly and precisely. 
' A Marks will be displayed twice each on the upper/lower screens. It may take a little time for the second 
mark to be displayed. To abort adjustment, press the VOLUME/TEST Button and the SERVICE Button 


simultaneously. 


TOUCH PANEL SETTING MENU 
ADJUSTMENT TOUCH PANEL (HARD) 


i у TOUCH CROSS EXACTLY 
ВВЕ55/ТЕ5Т BUTTON AND SERVICE BUTTON TO ABORT 


"+" МАВК 


ADJUSTMENT TOUCH PANEL (HARD) screen 


———— OO 


а. MB 
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p 


/ If correction is completed normally, "Completed" will be displayed оп both Ше upper and lower screens. 


TOUCH PANEL SETTING MENU 
ADJUSTMENT TOUCH PANEL (HARD) 


COMPLETED 


PRESS TEST BUTTON TO EXIT 


COMPLETED screen 


8 Press the VOLUME/TEST Button to return to the TOUCH PANEL SETTING MENU 1/3 screen. 
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11-9 BARCODE SCANNER TEST | 


Performs the operational check of the barcode scanner. 
Periodically use this screen to check that the barcode scanner is functioning correctly. 
When you scan cards, different messages will be displayed below STATUS depending on the card that was scanned. 


GAME TEST MODE 
BARCODE SCANNER TEST 


SCAN YOUR CODE 
STATUS 


PRESS TEST BUTTON TO EXIT 


BARCODE SCANNER TEST screen 


иСоп тој 
Press the VOLUME/TEST Button to return to the GAME TEST MENU screen. 


Barcode scanner operational status. 

CHECK SCANNER (flashing) Checking barcode scanner function. 
(Do not attempt to scan a card at this point.) 
Before scanning the card, or having failed to 
scan the card. 


UNKNOWN CODE WAS SCANNED Code from a different game scanned. 


шМепи Items 


SCAN YOUR 
CODE STATUS 
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11-10 CARD DISPENSER TEST | 


Performs the operational check of the card dispenser. 

Always perform an operational check of the card dispenser after handling malfunctions. 

If you select and execute DISPENSE THE CARD, a message will be displayed beneath STATUS that differs 
depending on the operational status of the card reader. 


GAME TEST MODE 
CARD DISPENSER TEST 


CARD DISPENSER 
DISPENSE THE CARD 
STATUS 
STANDBY 


» EXIT 


Бф ЗЕВУТСЕ 


& ESA 24) SELECT WITH SERVICE BUTTON 


AND PRESS TEST BUTTON 


CARD DISPENSER TEST screen 


mControls 


- Press the SERVICE Button to select menu item. 
- Pressthe VOLUME/TEST Button to confirm the selected item. 
- Select EXIT and press the VOLUME/TEST Button to return to the GAME TEST MENU screen. 


NOTE: For the CARD DISPENSER TEST, the TEST and SERVICE icons on the touch panel have the same function 
as the VOLUME/TEST Button and SERVICE Button. 


Card dispenser operational status. 
STANDBY Ready to dispense cards. 


JAMMED Cards are jammed. (When a card has been 
dispensed normally, this will flash until the card 

ERROR Cannot recognize the operation signal from the 
card reader. 


15 taken.) 


mMenu Items 


DISPENSE THE 
CARD STATUS 


For reasons other than the above, while 
dispensing a card, the card dispenser is 
disconnected. 
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11-11 MANAGEMENT CARD STATUS 


Check management card information. 


MANAGEMENT CARD STATUS 


CARD ДЕ» kkkkkkkkkkkkkkkkkkkkk 


THE REST ---/--- 


CARD 2: kkkkkkkkkkkkkkkkkkkk* 


THE REST ===/=== 


PRESS TEST BUTTON AND 
SERVICE BUTTON TO EXIT 


MANAGEMENT CARD STATUS screen 


mControls 
Press the VOLUME/TEST Button and SERVICE Button simultaneously to return to the GAME TEST MENU 
screen. 


mMenu Items 


CARD CARD: 


THIS CARD IS A When number remaining on card does not match record 
UNPRODUCT or 2 management cards with the same serial number 
have been inserted simultaneously. 


THE REST When card is read successfully, displayed "number of uses remaining on card / maximum 
number of uses" format. 


ee 


я 
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11-12 BACKUP DATA CLEAR 
p Clear backup data (the operational data contained in BOOKKEEPING). 


GAME TEST MODE 
BACKUP DATA CLEAR 


YES ( CLEAR ) 
> NO ( CANCEL ) 


SELECT WITH SERVICE BUTTON 
ETES AND PRESS TEST BUTTON 


BACKUP DATA CLEAR screen 


mControls 


- Press the SERVICE Button to select menu item. 
- Press the VOLUME/TEST Button to confirm the selected item. 
- Select NO (CANCEL) and press the VOLUME/TEST Button to return to the GAME TEST MENU screen. 


mMenu Items 


YES (CLEAR) Clear backup data. Once the clear is completed, "COMPLETED" will be displayed, 
flashing, to the right of YES (CLEAR). Press the VOLUME/TEST Button again to 


return to the GAME TEST MENU screen. 


NO (CANCEL) NOT clear backup data. 
Return to the GAME TEST MENU screen. 


ЕЕ 


ЕП ІЛ ТЕН [EIL 
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КО CARD DISPENSER 


ZA WARNING 


e Proceed with checks and tasks as indicated in these instructions. If instructions 
are not followed, or if tasks and/or checks are neglected, an electric shock or 
other very serious accident, even fatal accident, can occur. Also, customers 
could be injured while operating the product. 


e This work should be performed by site maintenance personnel or other skilled 
professionals. Work performed by non-technical personnel can cause a 
Severe accident such as an electric shock. If no one with proper technological 
expertise is available, request service from the office indicated in this manual 
or the point-of-purchase so as to ensure safety. 


e Before starting to work, be sure to turn the power off. Working without turning 
the power off can cause an electric shock or short circuit. 


e Becareful not to damage the cables. Damaged cables may cause electric shock 
or short circuit. 


Do not touch undesignated places. Touching places not designated can cause 
electric shock or short circuit. 


Ensure that connectors are accurately connected. Incomplete connections can 
cause electric shock or short circuit. 


12-1 REMOVING THE CARD DISPENSER ВЕ 


1 Turn off the power. 


2 Unlock the service door with the master key 
and open it. 


ТА CARD DISPENSER 


一 一 


2 Raise the lever to open up Ше refill door. 


4 Take out the card weight. (The weight is 
fastened in place with tape for shipping.) 
NOTE: Using a different weight can cause 
the cards to get jammed. Always use 
the designated weight. 


| WEIGHT pa 


Remove the cards from the card dispenser. 


NOTE: If the cards could not be fully 
removed, remove them once more 
after performing Step 8. 


Remove the 2 screws and pull the card 
dispenser out part way (about 10 cm). 


SCREW (2) 
МА x 25, w/flat & spring washers, large Па! washer used 


ЕВ 75 
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/ Undo Ше 1 cord clamp and disconnect the 1 
connector. 


NOTE: For illustrative purposes, the card 
dispenser is pulled out 10 cm over. 


CORD CLAMP (1) 


CONNECTOR (1) 
YL8P 


C) Таке off from the гай. 
Q 


CARD DISPENSER 


Remove the 4 screws from the bottom and take the card dispenser off the card dispenser base. 


NOTES: 

- Be careful not to damage the cables. 

- Be careful not to drop the card dispenser when lifting it as shown in the figure. 

- Be careful with the direction of the card dispenser when attaching it. The side with 2 open holes is the 


Лот. 


SCREW (4) 
M3 x 8, м/ Па! & spring washers 
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IMPORTANT 


e The card dispenser can hold up to 400 cards. Do not refill it past the limit. Filling it 
with more than 401 cards can lead to card jams or other malfunctions. 


e Do not use unspecified cards and do not reuse cards that have already been used. 
Using improper cards can lead to card jams or other malfunctions. 


If the cards run out while the game is in operation, a warning screen will be displayed. Refill the card dispenser. 


Qut of cards 
Please call the local attendant 


OUT OF CARDS screen 


| 


1 Refer to Steps 1 to 4 in 12-1 "REMOVING THE CARD DISPENSER" and take ош the card weight. 


Take the wrapping off the new cards and gently riffle Far side 
through them. 


NOTE: Card come in pack of 200. Be careful not to damage 
the new cards, removing the wrapping of them. Set 
the cards face-up in the dispenser, in the direction 
shown in the fiture. 


AMB-002-AICS, 


ES МКС 
Orbital 


—— 


< 


Near side 


NSER 7 
CARD DISPE Е 


„> Refill the cards. 


NOTE: Do not load more than 401 cards. It 
may cause jammed cards. 


u 


4 Refer to Steps 1 to 4 іп 12-1 "REMOVING THE CARD DISPENSER" and work in reverse order to close 
7 ће service door and turn on the power. 


12-3 HANDLING CARD JAMS 


If there is a card jam while the game is in operation, a warning screen will be displayed. 
Remove cards that are halfway dispensed through the card exit, or halfway dispensed from the card dispenser when 


opening the service door. When a halfway dispensed card cannot be seen, follow the Steps below to remove the gum 
jammed cards. [2.474 


А card is jammed 


Please call the local attendant 


CARD JAMS screen 


1 Refer to Steps 1 to 8 in 12-1 "REMOVING THE CARD DISPENSER" to take off the card dispenser. 


78 CARD DISPENSER 


Raise the stopper and slide the cartridge in 
the direction of the arrow. 


ше: 


ANC 
STOPPER с-ма о 


CARTRIDGE ZA 
______ -—- 


Check Ше card dispenser and Ше bottom of the cartridge and remove the jammed сага. 


NOTE: Do not reuse jammed cards. Reusing jammed cards can lead to further card jams and other 
malfunctions. 


4 Refer to Step 2 and work in reverse order to affix the cartridge. 
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Precautions for Attaching Cartridge 


Normal 


CARTRIDGE 


zew 


/ NSE ra | Front and back 
Should be horizontal. 


clamps are in their 
proper places. 


Abnormal zza 
Е] Back clamps 
== 2 TR are in place. 
ME Front clamps are (СҮЗЛЕ 
Right side is raised. not in place. = 


Abnormal 


Right side is raised. 


Front and back | 
clamps are not in | 
р!асе. 


^----- 


ТОР 
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Refer to Steps 1 to 8 in 12-1 "REMOVING THE CARD DISPENSER" and work in reverse order to affix 
the card dispenser. 


42-4 CLEANING THE CARD DISPENSER 


1 Refer to Steps 1 to 8 in 12-1 "REMOVING THE CARD DISPENSER" and take off the card dispenser. 


Clean the 2 rollers and guide. Use a soft cloth 
soaked with water to wipe the dirt cleanly off. 


NOTE: If the dirt cannot be removed with 
water, use propanol (IPA: isopropyl 
alcohol). There is a risk that organic 
solvents such as ethanol, benzene or 
thinner, detergent, and all types of 
cleaner and oil will damage the resin 
components, so never use them. 


GUIDE (1) 


Refer to Steps 1 to 8 in 12-1 "REMOVING THE CARD DISPENSER" and work in reverse order to affix 
the card dispenser after making sure the absolute water has evaporated. 
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MANAGEMENT CARD UNIT AND MANAGEMENT CARD 


/N WARNING 


Before starting to work, be sure to turn the power off. Working without turning the 
power off can cause an electric shock or short circuit. 


a 


Do not remove the management card while there is still power going to the cabi- 
net. Removing the management card before turning the power off can cause a 
malfunction. If the management card is removed while the power is still on, not 
only will it improperly record information but it could also damage the manage- | 
ment system resulting in inoperability. | 


Do not insert cards of a different model or version. Inserting cards of a different 
model or version can lead to malfunctions. It can also result in unexpected trou- 
ble. 


Do not drop, fold, bend, hit or subject the management card to impact. Mishan- 
dling the card can cause damage or malfunction. 


Do not store the management card in a high temperature area or get it near a fire. 
High temperatures can damage the card or cause malfunction. 


The number of uses on 1 management card is equal to the number of cards per 
carton. The number decreases by 1 for every card that is dispensed. A single man- 
agement card can be used for 1 carton's worth of cards. 


If the remaining number of uses runs out and a warning screen is displayed, insert 
a new management card or one that still has remaining uses. 


The management card unit can hold 2 cards, and as long as one of them is prop- 
erly recognized, it will function. It will work with only 1 management card, but it is 
recommended that 2 management cards with remaining uses are used to avoid 
interruption of operation due to the number of uses running out. 


From the right: LED 1, LED 2, 
LED 3, LED 4, LED 5, LED 6 


a 
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— 


mLED Information 


LED STATUS DESCRIPTION 


LED 1 POWER Power supply is not connected or "+" and " — " are 
reversed. 


OF 
ON: green Power supply is normal. 
LED 2 CARD 1 Card slot is not connected to power supply. 
F 
F 
F 


Card is in place. 


F 
F 
LED3 | INDICATOR I No card or card is for wrong title. 
Number still remaining. 
F 
F 


: 
Card is in place. 


STATUS communication. 


NOTE: Refer to 11-11 "MANAGEMENT CARD STATUS" to check other details (such as number of remaining 
uses). 


O 
LED 4 CARD 2 Card slot is not connected to power supply. 
O 


CONTROL PANEL 
КЕ) CONTROL PANEL 


ZA WARNING 


e This work should be performed by site maintenance personnel or other skilled 
professionals. Work performed by non-technical personnel can cause a severe 
accident such as an electric shock. 


Before starting to work, be sure to turn the power off. Working without turning 
the power off can cause an electric shock or short circuit. 


e Becareful not to damage the cables. Damaged cables may cause electric shock 
or short circuit. 


Do not touch any parts that are not specified in these directions. Touching 
unspecified locations may lead to electric shock or cause short circuits. 


Removing the Control Panel 


1 Turn off the power. 


2 Remove the 2 tamperproof screws. 


TAMPERPROOF SCREW (2), chrome 
M4x8 


е: Disconnect Ше 2 connectors and take off the 
“2 control panel. 


CONNECTOR (2) 
SM10P, YL3P 


CONTROL PANEL 
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BARCODE SCANNER 


This work should be performed by site maintenance personnel or other skilled 
professionals. Work performed by non-technical personnel can cause a severe 
accident such as an electric shock. 


Before starting to work, be sure to turn the power off. Working without turning 
the power off can cause an electric shock or short circuit. 


Be careful not to damage the cables. Damaged cables may cause electric shock 
or short circuit. 


Do not touch any parts that are not specified in these directions. Touching 
unspecified locations may lead to electric shock or cause short circuits. 


1 


1 Refer to 14 "CONTROL PANEL" and take off the control panel. 


2 Undo the 3 cord clamps. 


CORD CLAMP (3) 


Remove the 4 screws and take off the scanner 
bracket. 


SCANNER BRACKET (WITH SCANNER) 


SCREW (4) | | К i | 
M3 x 8, w/flat & spring washers ZA Bi E 


BARCODE SCANNER 


4 Disconnect Ше 1 connector. 


CONNECTOR (1) 
IL3P, White 


SCANNER BRACKET (WITH SCANNER) 


5 Remove the 4 screws and take off the CCD scanner. 


SCANNER BRACKET 


- 


- === = Ya 
Е \ SCREW (4) 


Sza M3 x 8, w/flat & spring washers 
COIT 
CCD SCANNER / 


6 Replace the CCD scanner. 


f Refer to Steps 1 to 4 and work in reverse order to affix the scanner bracket and control panel. 
NOTE: Perform 11-9 "BARCODE SCANNER TEST" once it is affixed. 
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BARCODE SCANNER 


15-2 CLEANING THE BARCODE SCANNER | 
ZA WARNING 


e Remove smears by using a dry, soft cloth (flannels, etc.). Do not use a coarse 
gauze, etc. 


e Forsmear removing solvent, alcohol (ethanol) is recommended. When using 
chemical detergent, be sure to follow instructions below: 


- Dilute chemical detergent with water and dip a soft cloth in and then 
thoroughly wring it to wipe smears off. 


- Do not use a chemical detergent containing an abradant, powder or bleaching 
agent. 


- Do not use alkaline chemical detergents such as "glass cleaner" available on 
the market or solvents such as thinner, etc. 


e Do notrub or scratch the surface of the barcode scanner with hard items such 
as brushes, scrub brush, etc. 


e Clean the barcode scanning area once a week. 


1 Тит off the power. 


2 Wipe clean the barcode scanning area (the diagonally shaded area) with a soft cloth. 


BARCODE SCANNING AREA 


BARCODE SCANNER 


Turn on the power, perform 11-9 "BARCODE SCANNER TEST," and confirm that cards are scanned 
properly. 


LCD 


LCD 


16-1 CAUTIONS REGARDING SAFE HANDLING OF LCD 


ZA WARNING 


[Responding to breakdown or abnormality] 


e If you notice smoke or an odd smell, immediately unplug the power cable from 
the power plug. Continuing to use the product may cause a fire or an electric 
shock. After making sure the smoke has stopped, contact the point-of-purchase. 


e If nothing displays on the screen, immediately unplug the power cable from 
the power plug. Continuing to use the product may cause a fire or an electric 
shock. Contact the point-of-purchase and request an inspection. 


e If water or foreign objects get inside the monitor, immediately unplug the power 
cable from the power plug. Continuing to use the product may cause a fire or 
electric shock. Contact the point-of-purchase and request an inspection. 


e И Ше monitor is dropped or the cabinet is damaged, immediately unplug the 
power cable from the power plug. Continuing to use the product may cause 
a fire or an electric shock. Contact the point-of-purchase and request an 
inspection. 


[During operation] 


e Do not attempt to repair, remodel, or disassemble the monitor. The monitor 
contains high-voltage parts and attempting the above actions may cause a 
fire or electric shock. Contact the point-of-purchase to request inspection, 
adjustment, or repair. 


e Do not allow foreign objects to get inside the monitor. If metal or paper objects 
enter the monitor through the air vents, they may cause a fire, electric shock, or 
a short circuit. 


/N CAUTION 


e Do not tap or strike the surface of the LCD screen, as doing so may break the 
glass and cause injury. If the glass breaks and the liquid crystal leaks out, do 
not touch the liquid. The liquid can cause damage if it comes into contact with 
eyes or skin. Should the liquid crystal come into contact with eyes or skin, 
wash the affected area thoroughly with clean water and immediately consult 
a physician. If the liquid crystal comes into contact with clothing, immediately 
wash it off with clean water. If it comes into contact with any equipment other 
than this product, wipe it off without touching it directly. 


e Make sure to perform appropriate adjustments. Do not operate the product 
when the screen is flickering, distorted, or experiencing other abnormalities. 

Images from an improperly adjusted screen could cause players and other 

customers to experience dizziness, headaches, and other ailments. 


Ва 
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LCD 


АП adjustment values are set accurately at the time of shipping from the factory. 
Do not readjust these values needlessly or apply adjustments not specified in this 
manual. The display may not appear properly if the values are incorrect. 


ІМРОНТАМТ 


e Remove smears Бу using а dry, soft cloth (flannels, etc.). Do not use а coarse 
gauze, etc. 


For smear removing solvent, alcohol (ethanol) is recommended. When using 
chemical detergent, be sure to follow instructions below: 


- Dilute chemical detergent with water and dip a soft cloth in and then 
thoroughly wring it to wipe smears off. 


- Do not use a chemical detergent containing an abradant, powder or bleaching 
agent. 

- Do not use alkaline chemical detergents such as "glass cleaner" available on 
the market or solvents such as thinner, etc. 

Do not rub or scratch the surface of the LCD with hard items such as brushes, 

scrub brush, etc. 


Clean the LCD screen once a week. 


一 一 一 一 一 一 一 


LCD 


16-3 ADJUSTING THE LCD | 


The LCD adjustment board is underneath the left and right design covers and design sheets. 
The right side is the upper monitor, and the left side is the lower monitor. The figures show the left side. 
Remove the 1 tamperproof screw and take off the design cover and the design sheet. 


M4x8 


The adjustment board is inside. 


LcD 91 


LCD adjustment board (LCD Adjustment Buttons) 


NOTES: 
- The adjustment screen on the lower LCD will be displayed upside down. 
- If the adjustment screen is left idle for a certain period of time, it will automatically exit. 


o [e| (еј BI FR 


LED MENU SELECT POWER DOWN 


1 Press the MENU Button to display the OSD (adjustment) screen. 
NOTE: If you press the MENU Button again, the OSD screen will disappear. 


2 Press the SELECT Button to select the menu icon. 


3 Press the SELECT/UP/DOWN Buttons to perform menu selection. 


4 Press the UP/DOWN Buttons to change Ше settings. 
"n 


Press the MENU button to finish changing the setting. 
NOTE: Perform 11-6 "L.C.D. TEST" if necessary. 


c—— 
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LCD 


Explanation and Function of Menu Items 
m 


User 


о | 
въ | 


Bluish 


OSD Timer 30 SEC 


DS v INO. | 
MISC Input Select ANALOG 


ETOWE 


Audio NO 


*] Depends on the product. 
*2 Do not change the setting. 
*3 Not available. 


mj ИН team 
[color тото оо ЕИ 
CE ПП 
[msc | Diyas feio setings puso 


LED illumination 
Green illumination: Normal status 
Red illumination: No signal, power save mode, standby mode 


ісе 93 


Shortcut functions 


How to Confirm Adjustment 


Adjustment can be confirmed via 11-6 "L.C.D. TEST." 


LCD 


16-4 REPLACING LCD AND ADJUSTMENT BOARD 


ZA WARNING 


e This work should be performed by site maintenance personnel or other skilled 
professionals. Work performed by non-technical personnel can cause a severe 
accident such as an electric shock. 


Before starting to work, be sure to turn the power off. Working without turning 
the power off can cause an electric shock or short circuit. 


Be careful not to damage the cables. Damaged cables may cause electric shock 
or short circuit. 


Do not touch any parts that are not specified in these directions. Touching 
unspecified locations may lead to electric shock or cause short circuits. 


е Ве careful when handling the plastic or glass parts. Failure to observe this may 
cause injury or damage due to fragments, etc. 


When securing plastic components, be careful not to tighten screws or nuts 


excessively. This may cause damage to the components. Fragments may also 
cause injury. 


After replacing an LCD, check to see whether or not screen adjustments are 
necessary. Do not operate the product when the screen is flickering, distorted, 
or experiencing other abnormalities. Images from an improperly adjusted 


screen could cause players and other customers to experience dizziness, 
headaches, and other ailments. 


e When replacing or repairing the LCD, treat the LCD, LCD adjustment board and 
the cables between the two as a set. The other cables, screws, etc. will continue to 
be used. 


e After replacing the LCD, perform a touch panel adjustment. The game may not 
progress normally if a touch panel adjustment is not performed. 


LCD 


When replacing the LCD, replace both it and the LCD adjustment board as a set. 


1 Turn off the power. 


) Remove the 4 tamperproof screws and take 
off the pop. 


3 Remove the 2 tamperproof screws. 
) 


TAMPERPROOF SCREW (2), chrome f : 


M4 x 8, large flat washer used E 


j While holding up the fan cover, remove the total 8 
tamperproof screws and take off the fan cover. 


TAMPERPROOF SCREW (8), chrome LC 


M4 x8 ` 


ҒАМ СОУЕК 
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LCD 


M4x8 


Remove the 3 tamperproof screws each, and take off the 
pop side L/R. 


TAMPERPROOF SCREW (3 ea.), chrome 
M4x8 


POP SIDE | 


POP SIDE R 


M4x8 


DESIGN SHEET L 


% 
й 


) 


чи 


2 


О Remove Ше 2 tamperproof screws. 


TAMPERPROOF SCREW (2), chrome 
M4x8 


Disconnect the 2 connectors and take off the 
control panel. 


TAMPERPROOF SCREW (3 ea.), chrome 
M4x8 


MONITOR COVER LOWER L 


LCD 
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LCD 


1 1 While holding up the monitor cover, remove the 4 tamperproof screws and take off the monitor cover. 


| " = 
МОМТОВ СОМЕК 4 
a 
i | y 
N MONITOR COVER S 


TAMPERPROOF SCREW (4), chrome 
M4x8 


Removing the upper LCD 


A Disconnect the 5 connectors on the back side 

| of the cabinet. When doing so, remove Ше 
D-SUB15P connector after first loosening its 
fastening screws. 


CONNECTOR (5) 
YL2P, YL3P, SM5P, YL6P, D-SUB15P | 


2 Remove Ше 4 tamperproof screws. 


TAMPERPROOF SCREW (4), chrome 
M4 x 8 


2 While holding up the monitor cover, remove Ше 2 screws each and take off the 2 billboard brackets. 


SCREW (2) 
M4 x 8, w/flat & spring washers EARTH CABLE 


BILLBOARD BRACKET 


SCREW (2) 
МА x 8, w/flat & spring washers 


LCD 
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100 icp 


4 Remove Ше 4 flange nuts and take off the upper LCD unit. 


EARTH CABLE FASTENING 


FLANGE NUT (4) 
M5 


CONNECTOR (1) 
D-SUB9P 


LCD UNIT 


6 After the unit is replaced, work in reverse order to attach it. Be carefuto not to damage the cables. 


/ Тит on the power. Use the test screens to check whether adjustment is necessary. If it is necessary, 
perform adjustment. (See 16-3.) 


Removing the lower LCD 


A Disconnect the 5 connectors on the back side of the cabinet. When doing so, remove the Diu E 
/ connector after first loosening its fastening screws. Using precision slotted screwdriver, remove the 
D-SUBO9P connector after first loosening its fastening screws. 


CONNECTOR (5) 
YL2P, YL3P, SM5P, D-SUB9P, D-SUB15P 


CONNECTOR (2) 
5М5Р 


4c Remove Ше 4 screws each and take off Ше 
I OSD bracket L/R. 


SCREW (4 ea.) 
МА x 8, w/flat & spring washers 


EARTH CABLE FASTENING 
(LSIDE ONLY) 


OSB BRACKET L 


OSB BRACKET L 


4 Remove Ше 4 flange nuts and take off the 
lower LCD unit. 


FLANGE NUT (4) 
M5 


EARTH CABLE FASTENING 


LCD UNIT 


5 After the unit is replaced, work in reverse order to attach it. Be careful not to damage the cables. 


Тит on the power. Use the test screens to check whether adjustment is necessary. If it is necessary, 
perform adjustment. (See 16-3.) 


EE :« KO 
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COIN SELECTOR 


ZA WARNING 


e This work should be performed by site maintenance personnel or other skilled 
professionals. Work performed by non-technical personnel can cause a severe 
accident such as an electric shock. 


e Before starting to work, be sure to turn the power off. Working without turning 
the power off can cause an electric shock or short circuit. 


e Ве careful not to damage the cables. Damaged cables may cause electric shock 
or short circuit. 


e Do not touch any parts that are not specified in these directions. Touching 
unspecified locations may lead to electric shock or cause short circuits. 


When opening/closing or attaching or removing the doors or the other parts, be 
careful that your hand or finger does not get caught in anything. 


Remove and clean smears by using a soft cloth dipped in water or diluted chemi- 
cal detergent and then squeezed dry. 


After cleaning the coin selector, insert a regular coin in the normal working status 
and ensure that the selector correctly functions. — 


The coin selector is a precision device. Careless handing could result in damaged 
parts, poor connection of electronic circuits, etc. 


Never apply machine oil, etc. to the coin selector. 


Do not open the lid more than 90 degrees. Doing so will place undue force on the 
hinge which could break it. 


Do not disassemble or take out undesignated parts. 


104 COIN SELECTOR 
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17-1 COIN INSERTION TEST 


Once every month, when performing the coin switch test, simultaneously check the following: 


П Does the coin meter count properly? 
П Do coins drop into the cashbox correctly? 


L1 Is the coin rejected when inserted while keeping the reject lever pressed down? 
П Are extra coins and incorrect coins properly returned? 


COIN INSERT SLOT 


о | © 
i 
| | 
REJECT LEVER 1 | B] 
COIN RETURN SLOT ІШ 


СА5НВОХ 


COIN METER 
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The coin selector should be cleaned once every 3 months. When cleaning, follow the procedure below: 


1 Turn off the power. 


2 Unlock the service door with the master key 
and open it. 


Unlock 


3 Slide the lever towards you. 


4 Remove the gate from Ше coin selector. 
ај 


СОМ SELECTOR 
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5 Wipe clean the diagonally shaded area with а soft cloth. 
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Wipe clean Ше coin-passing face of Ше gate 
with a soft cloth. 


6 


14714 


A, 


7 Remove Ше cradle. When removing Ше retaining ring (E ring), be careful not to bend Ше rotary shaft. 


8 Remove stain from the rotary shaft and shaft receiving portions by wiping off with a soft cloth, etc. 


е 


КОТАКҮ 5НАҒТ 


9 Refer to Step 7 and affix the cradle. 


1 0 Refer to Steps 2 to 4 and work in reverse order to close the service door. 


iim 


power. 


СОМ ЗЕГЕСТОК 


17-3 REMOVING THE JAMMED СОМ 


If the coin does not come out when pressing the reject lever down, refer to Steps 2 to 4 in 17-2 "CLEANING THE 
COIN SELECTOR" and then remove the gate. After removing the jammed coin, insert a normal coin and make sure 
the selector works properly. 


17-4 REMOVING THE COIN SELECTOR 


On a rare occasion, a coin may get stuck around the coin selector. Take the coin selector off if a coin gets jammed or 


you are going to replace it. 


1 Turn off the power. 


j ) Unlock Ше service door with the master key 
ры . 
á and open it. 


Unlock 


3 Detach the 4 flat connection terminals. 


FLAT CONNECTION TERMINAL (4) 
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108 colN SELECTOR 


Using box driver (with opposite side distance 
of 7 mm), remove the 4 flange nuts and take 
off the coin selector. 


FLANGE NUT (4) 
M4 (Front: CARRIAGE BOLT (4) chrome, M4 x 12) 


EARTH CABLE 


NOTE: Work in reverse order to attach it. Be sure to connect the earth cable on the lower left side of the 
coin selector. 


CABLE 
Yellow 


CABLE | P a 
Blue/Red | ut am 
e" 


СА 


Gray/Red 
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КЕ) EXTERNAL OUTPUT 


This product has a function that allows output of the upper LCD screen and sound to an external monitor. 
However, since all monitors cannot be checked, there is no guarantee that the display will be correct. 


Also, the types of cables, output cover and cord clamps that are necessary for the output process are not included. 


You can order a dedicated kit from the office listed in this manual or the point-of-purchase for this product. 


ZA WARNING 


e Before starting to work, be sure to turn the power off. Working without turning 
the power off can cause an electric shock or short circuit. 


e Becareful not to damage the cables. Damaged cables may cause electric shock 
or short circuit. Also, the screen will no longer be displayed correctly. 


e When connecting a connector, check the direction carefully. Connectors must 
be connected in only one direction. If indiscriminate loads are applied in 
making connections, the connector or its terminal fixtures could be damaged, 

resulting in electrical shock, short circuits or fires. 


ДУ CAUTION 


When opening/closing or attaching or removing the doors or the other parts, be 
careful that your hand or finger does not get caught in anything. 


HOW TO CONNECT 


1 Turn off the power. 


2 Remove Ше 4 tamperproof screws on Ше back 
side of the cabinet and take off the output lid. 


t"--* 


TAMPERPROOF SCREW (4), chrome 


M4x8 


OUTPUT LID 


110 EXTERNAL OUTPUT 


------ 


3 Connect the 2 connectors. Affix the D-SUB15P Е: ние го: 7 ставот 


connectors with fixing screws. | 
1 
| 


СОММЕСТОК (2) 
D-SUB15P, SOUND OUTPUT CABLE 


4 Insert the cord clamp included into the hole at | 7 © 
i the bottom of the external output signal port, | 
and affix the two cables. | E e 


CORD CLAMP (1) 
280-5292 


5 Affix the output cover with the 4 screws 
removed in Step 2. 


OUTPUT COVER 


TAMPERPROOF SCREW (4), chrome 
M4x8 
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^ Connect the connectors that you have connected to the cabinet to the device you wish to connect. For how 
4 40 connect, see the operating manual of the device you wish to connect. 


и Compatible resolutions 


Horizontal frequency Vertical frequency 


|- ke Е | 


Resolution (pixels) 


640 х 480 31.475 59.952 
1024 x 768 48.318 59.948 


- Referring to the operating manual of the external monitor to be used, confirm that it is compatible with the 


above resolutions and frequencies. 
- Depending on the external monitor to be connected, even a signal that is compatible with this product may 


not be displayed properly or at all. 
- For external monitors that are compatible with multiple output signals (video inputs other than analog RGB, 


etc.) it may be necessary to switch output signals, or the signal will not be displayed properly. 


f Turn ON the main switch of the AC unit, and confirm that both screen and sound are being input normally. 
j If the screen is displayed normally but there is no sound, refer to the operation manual of the device you 


have connected to confirm its input signal reception specifications. 


МА АЕК 
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PERIODIC INSPECTION 


PERIODIC INSPECTION 


In order to maintain the performance of this product and operate it safely, inspect the following items routinely and 
perform maintenance. 


ZA WARNING 


e This work by touching the internal parts of the product should be carried out by 
site maintenance personnel or other qualified professionals. Work performed 
by non-technical personnel can cause a severe accident such as electric shock. 


e Besure to check once a year to see whether power cables are damaged, the 
plug is securely inserted, dust has accumulated between the socket outlet and 


the power plug, etc. Using the product with accumulated dust can cause fire 
and electric shock. 


e Once a year, request the office shown on this manual or the dealer from whom 
the product was originally purchased to perform the internal cleaning. Using 
the product with accumulated dust in the interior may cause fire or other 
accidents. Note that you are liable for the cost of cleaning the interior parts. 


e There is the danger of accidents involving electrical shorts circuits or fire 
caused by factors such as the deterioration of insulation in electrical and 


electronic equipment over time. Check that there are no anomalies such as 
odors from burning. 


e Donot use a water jet (high pressure washing device) or hose to clean this 
product. It was not designed to be cleaned by a water jet. Water could get inside 
and cause electrocution or short circuits. The product could also be damaged 
in such a way that it is difficult to repair. 


e Clean the RINGWIDE once a year. If the RINGWIDE is used as-is with dust built 
up inside, it could result in malfunction, fire or other accidents. 
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и PERIODIC INSPECTION 


PERIOD 
CASES 


Weekly BARCODE SCANNER 
LCD 


Monthly 
RINGWIDE 
COIN SELECTOR 


Every 3 months 


1 year RINGWIDE 
POWER PLUG, EARTH 
CABINET INTERIOR 
ELECTRONIC/ELECTRICAL 
PARTS 

As appropriate | CABINET SURFACES 

сит CARD DISPENSER* 


* Depend on complexity of the environment and/or card version. 


DESCRIPTION REFERENCE 


Confirm that adjusters contact floor. | Chapter 3, 6-3 


ITEMS 


Cleaning 


Screen cleaning 16-2 


Check LCD adjustment 
Check vibration function 
Settings check 
Coin insertion test 
Cleaning 21-2 

Inspection, Cleaning 
Cleaning 


Cleaning the rolls and guide 


= 
ча 
~ 


NOTE: The "S/M" referenced т the table denotes RINGWIDE Service Manual, which is provided separately. 


CLEANING THE CABINET SURFACES 


When the cabinet surfaces become dirty, remove stains with a soft cloth soaked in water or diluted (with water) 
chemical detergent and then wrung dry. To avoid damaging the finish, do not use such solvents as thinner, 
benzene, etc. (other than ethyl alcohol) or abrasives (bleaching agent and chemical dust-cloth). 

Some general-purpose household, kitchen, and furniture cleaning products may contain strong solvents that 
degrade plastic parts, coatings, and print. Before using any cleaning product, read the product's cautionary 
notes carefully and test the product first on a small area that is not highly visible. 


VL ———á- 
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Ef) TROUBLESHOOTING 


ZA WARNING 


e This work should be performed by site maintenance personnel or other skilled 
professionals. Work performed by non-technical personnel can cause a severe 
accident such as an electric shock. If there is no site maintenance personnel 
or other qualified individuals available, turn the power off immediately, and 
contact the office listed in this manual or the point-of-purchase for this product. 


e if problems other than those covered in this manual arise, or if no 
improvements can be noted after measures given in this manual have been 
taken, do not take measures indiscriminately. Cut off the power immediately 
and contact the office shown in this manual or the dealer from whom the 


product was originally purchased. Indiscriminate countermeasures could lead 
to unforeseeable accidents. 


Be careful not to damage the cables. Damaged cables may cause electric shock 
or short circuit. 


After the cause of circuit protector activation has been removed, have the 
circuit protector re-engaged. If the unit is used continuously as is, there could 
be heat generation or fire, depending on the cause of the activation. 


e If an error message is displayed, identify the cause right away and take the 
appropriate countermeasures. Leaving the error unaddressed could result in a 
breakdown. 


e If a problem occurs, first inspect the connection of any wiring connectors. 


e Static electricity from your body may damage some electronics devices on the IC 
board. Before handling the IC board, touch a grounded metallic surface so that the 
static electricity can be discharged. 
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20-1 TROUBLESHOOTING TABLE 


PROBLEMS COUNTERMEASURES 


Turn both the main switch and the power 
switch ON. 


CAUSE 


With main switch 
ON, no activation. 


Either the main switch or the power 
switch is OFF. 


Insert the power plug all the way into the 
outlet. 


Power is not supplied. 


Make sure that power supply/voltage is 
correct. (See Introduction.) 


Power supply/voltage is not correct. 


Circuit protector on AC unit was activated | After eliminating the cause of overload, 
due to momentary overload. reinstate the AC unit's circuit protector. 
(See below.) 


Adjust the volume. (See 6-6.) 
Replace the RINGWIDE. (See Chapter 21.) 
Refill the cards. (See 12-2.) 


No sound. Volume not properly adjusted. 


Failure of sound-related circuit. 


Card is not dispensed. | No cards in the stocker. 


Remove the card that is jammed. 
(See 12-3.) 


Card is jammed. 


The connector is not connected correctly. Check the wiring. 
(See Step 7 in 12-1, Chapter 24.) 


Failure of the card dispenser. Replace the card dispenser. (See 12-1.) 


Dirt on the barcode scanner. Clean the barcode scanning area. 
(See 15-2.) 


Cannot perform card 
scan (card reading) 


The connector is not connected correctly. Check the wiring. 
(See Step 7 in 12-1, Chapter 24.) 


Failure of the barcode scanner. Replace the barcode scanner. (See 15-1.) 


Failure of the switch. Contact the office listed in this manual or 
the point-of-purchase for this product. 


Replace the RINGWIDE. (See Chapter 21.) 
Check the procedure. (See 9-1.) 


Does not enter TEST 
MODE. 


Failure of the RINGWIDE. 


Not properly switching to TEST 
MODE. 


The connector 15 not connected correctly. 
Failure of the LCD. 

Failure of the RINGWIDE. 

The connector is not connected correctly. 
Failure of the LCD. 


Failure of the RINGWIDE. Replace the RINGWIDE. 
(See Chapter 21.) 


Check the wiring. (See 16-4, Chapter 24.) 
Replace the LCD. (See 16-4.) 

Replace the RINGWIDE. (See Chapter 21.) 
Check the wiring. (See 16-4, Chapter 24.) раз 


Abnormal display оп 
LCD. 


Touch panel detection 


trouble. Replace the LCD. (See 16-4.) 


Failure of the touch panel setting. Change the touch panel settings, 
(See 11-5, 11-7, 11-8.) 


The connector is not connected correctly. Check the wiring. (See 16-4 


Touch panel vibration 
trouble. 


» Chapter 24.) 
Replace the LCD. (See 16-4.) 


Replace the RINGWIDE. (See Chapter 


Failure of the LCD. 
Failure of the RINGWIDE. 


| 


| 
| 


21.) 


tion of bimetal. To restore Ше function, wait for approximately 1 minute or longer 
ess the button.) 


CIRCUIT PROTECTOR 
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[ 20-2 ERROR SCREEN | | | | 


When the "GACCHU GUTS" software starts up, a check is performed to make sure the game settings are 
correct and there is nothing wrong with the device connected to the cabinet. If the settings are wrong or there 
is something wrong with the device, a warning screen will be displayed. If no improvements can be noted 
after countermeasures given below have been taken, do not take measures indiscriminately. Cut off the power 
immediately and contact the office listed in this manual or the point-of-purchase for this product. 


20-2-1 LCD: TOUCH PANEL COMMUNICATION ERROR WARNING SCREEN 


This screen is displayed when there is something wrong with the LCD. 

When there is something wrong with both upper and lower screens, the "Communication Error screen (Lower 
LCD)" will be displayed. 

Refer to 16 "LCD" and/or 24 "WIRING DIAGRAM" and check the connection of the connectors. 


The following are the likely causes: 
- Poor connection of LCD connector 
- Bad LCD wiring 

- LCD failure 


Top Touch Panel Bottom Touch Panel 


Communication Error Communication Error 


COMMUNICATION ERROR screen (UPPER LCD) | COMMUNICATION ERROR screen (LOWER LCD) 
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20-2-2 BARCODE SCANNER COMMUNICATION ERROR WARNING SCREEN 


This screen is displayed when there is something wrong with the barcode scanner. 
Refer to 15 "BARCODE SCANNER" and/or 24 "WIRING DIAGRAM" and check the connection of the 
connectors. 


The following are the likely causes: 
- Poor connection of barcode scanner connector 
- Bad barcode scanner wiring 


- Barcode scanner failure Communication Error 


Barcode Scanner 


Tom off the machine) 
апа check the conection 
(o the device. 


COMMUNICATION ERROR screen (BARCODE 
SCANNER) 


20-2-3 CARD DISPENSER WARNING SCREEN 


Card dispenser: Error Warning Screen 


This screen is displayed when there is something wrong with the dispenser. 


Refer to 12 "CARD DISPENSER" and/or 24 "WIRING DIAGRAM" and check the connection of the 
connectors. 


The following are the likely causes: 

- Poor connection of dispenser connector 
- Bad dispenser wiring 

- Dispenser failure 


Dispenser 


Communication Error 


4 ЈА ae See =: 
5 MOI ENS. -- 
im of Фо medina 
f Or E. же газ Ха ме, 
апа chock the соппес о 


DZ 


DISPENSER ERROR screen 
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Card dispenser: Out of Cards Warning Screen 


This screen is displayed when there are no cards in the card dispenser. 
If this screen is displayed, refer to 12-2 "REFILLING CARDS" and refill it with cards. 
Turn the power OFF, refill the cards and turn the power back ON to restore normal operation. 


Out of cards 


Please call the local attendant 


OUT OF CARDS screen 


Card dispenser: Card Jam Warning Screen 


This screen is displayed when cards are jammed in the dispenser. 
If this screen is displayed, refer to 12-3 "HANDLING CARD JAMS" and remove the jammed card(s). 
Turn the power OFF, remove the jammed card(s) and turn the power back ON to restore normal operation. 


————— 


CARD JAM screen 


(—— 
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Card dispenser: Card Not Removed Warning Screen 


This screen is displayed when a card has not been removed from the card exit. 
Check the card exit, and remove the card if there is one remaining inside. 
Turn the power OFF and turn the power back ON to restore normal operation. 


Card has not been removed. 
Please call the local attendant 


| Remove the card 
from Шо card clot 
CREDIT(S) © 


CARD NOT REMOVED screen 


20-2-4 MANAGEMENT SYSTEM WARNING SCREEN 


Management Card Error Warning Screen 


This screen is displayed when the management card has run out. 
If this screen is displayed, refer to Step 8 in 6-2 "SETTING CARDS" and replace the management card. 


Out of Management Card 
Please call the local attendant 


MANAGEMENT CARD ERROR screen 
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20-3 ERROR MESSAGE 5 


If there is something wrong with the RINGWIDE, an error message will be displayed when the power is turned 
ON or you exit TEST MODE, and the game will not function. Below are the error codes and their meanings. 


20-3-1 MANAGEMENT CARD R/W ERROR 


DISPLAY ERROR 6301 
MANAGEMENT CARD READER NOT READY 


CAUSE The cables are not connected properly. Alternatively, it may be a faulty cable or 


hardware failure. 
COUNTERMEASURES 


(If this happens in TEST MODE, it will say "READER NOT READY.") 
20-3-2 MANAGEMENT CARD READ ERROR 


Turn the power off, check the cables and connections and turn the power back on. 

If that does not help, the reader is likely broken. Replace it with a new one. 
DISPLAY ERROR 6303 

MANAGEMENT CARD READ ERROR 


CAUSE (1) The cables are not connected properly. Alternatively, it may be a faulty cable 
or hardware failure. 
(2) The management card is not properly inserted into the slot. 


COUNTERMEASURES | (1) Tum the power off, check the cables and connections and turn the power back on. 
If that does not help, the reader is likely broken. Replace it with a new one. 
(2) Check the card and re-insert it. Alternatively, the management card may be 


damaged. In that case, replace the card with a new one. 


20-3-3 MANAGEMENT CARD DECREMENT ERROR 


DISPLAY ERROR 6304 
MANAGEMENT CARD DECREMENT ERROR 


CAUSE The decrement process did not complete successfully or the counter did not "-1" 


afterwards. Alternatively, the management card may not have been properly 
COUNTERMEASURES 


inserted into the slot. 
20-3-4 MANAGEMENT CARD RECOGNITION ERROR 


DISPLAY ERROR 6308 
MANAGEMENT CARD UNKNOWN ERROR 


CAUSE The management card inserted is the wrong model or version. (If it happens in 
| TEST MODE, it will say "UNKNOWN CHIP FORMAT.") 
COUNTERMEASURES | Check again to make sure the correct management card is being used. 


20-3-5 INCORRECT MANAGEMENT CARD DETECTION ERROR 


DISPLAY ERROR 6309 
AN ILLEGAL USE ERROR 


CAUSE The number of remaining values on a management card that was previously used 


has increased. (If this happens in TEST MODE, it will say "THIS CHIP IS A UN- 
COUNTERMEASURES 


Check the card and re-insert it. If that does not help, the management card may be 
damaged. In that case, replace the card with a new one. 


PRODUCT.") 


Insert a proper management card. 


p 
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RINGWIDE 


ZA WARNING 


This work should be performed by site maintenance personnel or other skilled 


professionals. Work performed by non-technical personnel can cause a severe 
accident such as an electric shock. 


Before starting to work, be sure to turn the power off. Working without turning 
the power off can cause an electric shock or short circuit. 


Be careful not to damage the cables. Damaged cables may cause electric shock 
or short circuit or present a risk of fire. 


e Do notexpose the game board, etc. Failure to observe this can cause electric 
shock hazard or malfunctioning. 


No connectors other than those connected on the RINGWIDE when first 
delivered can be used by this product. Do not connect any other cables to any 


of the unused connectors. This may lead to the generation of heat, smoke or 
burn outs. 


When replacing or repairing the RINGWIDE and then returning it to the cabinet, 
be sure to reconnect all the connectors correctly. Improper connection may 
cause electric shock, short circuit or fire. 


When connecting a connector, check the direction carefully. Connectors must 
be connected in only one direction. If indiscriminate loads are applied in 
making connections, the connector or its terminal fixtures could be damaged, 
resulting in electrical shock, short circuits or fires. 


e When opening/closing or attaching or removing the doors or the other parts, be 
careful that your hand or finger does not get caught in anything. 


| The work is performed with the control panel pulled out. Be careful not to bump 
| your head. 


In this product, setting changes are made during the TEST MODE. The 
RINGWIDE need not be operated. Use the RINGWIDE, etc. as is with the same 


setting made at the time of shipment so as not to cause electric shock and 
malfunctioning. 


Static electricity from your body may damage some electronics devices on the IC 


board. Before handling the IC board, touch a grounded metallic surface so that the 
static electricity can be discharged. 
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[21-1 REMOVING THE RINGWIDE 


1 Turn off the power. 


2 Unlock the service door with the master key 
and open it. 


Unlock 


3 Remove the 2 screws and take the RINGWIDE 
lid off. 


SCREW (2) 
МА x 8, w/flat & spring washers 


RINGWIDE LID 
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RINGWIDE 


4 Undo the 1 cord clamp and disconnect all of the 14 connectors connected to the RINGWIDE. When doing 
so, remove the D-SUB15P connector after first loosening its fastening screws. Using precision slotted 
screwdriver, remove the D-SUB9P connectors after first loosening its fastening screws. 


CORD CLAMP (1) 


CONNECTOR (14) 
DVI 

D-SUB15P 
D-SUBSP (3) 

LAN 

MINI USB (2) 

JVS 

STEREO MINI PLUG (2) 
XA3P 

5559 14Р 

VH8P 


5 Remove the 2 wing bolts and pull out the "7777777 
wooden base. Be careful not to damage the 
cables when doing so. 


WING BOLT (2 
M4 x 10, large flat & spring washers used 


WOODEN BASE 
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4 б Place Ше base on а flat surface. 
| | 


/ Remove Ше 4 screws and take off the 
і RINGWIDE. 


SCREW (4) 
М4 x 16, w/flat & spring washers 
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IMPORTANT 


e Clean the RINGWIDE once a year or when "Error 0090" or "Error 0091" is dis- 
played. If dust accumulates inside the RINGWIDE, it could lead to malfunction and 
other trouble. 


e The parts, software, settings, etc. are different for each RINGWIDE. After cleaning, 
be sure to put the RINGWIDE back into the cabinet it was taken from. If it is put 
back into the wrong cabinet, it could lead to malfunctions or other problems. 


Take the RINGWIDE off once a year and use a vacuum cleaner to clean the areas around the intake and 
exhaust vents and where it is attached to the cabinet. 


T Refer to 21-1 "REMOVING THE RINGWIDE" and take off the RINGWIDE from the cabinet. 


> Clean around the air vent of RINGWIDE boards with a vacuum cleaner. 


EXHAUST VENT 


EXHAUST VENT 


z AIR INTAKE 


\ AIR INTAKE 
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| Refer to 21-1 "REMOVIN ч 1 
4 С THE RINGWIDE'" and work in reverse order to attach the RINGWIDE. 
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RINGWIDE 


| 21-3 COMPOSITION OF THE RINGWIDE 


Use with the dip switches (DIP SW) on the RINGWIDE at the prescribed settings. 
If settings do not match the product, an error message will be displayed. In some 
cases, the game cannot be started. 


ASSY CASE WDE W 1GB EXP (847-0001D-02) 


DIP SW Setting 


Use this product with the DIP SW settings shown in the figure below. 
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EZ) DESIGN RELATED PARTS 


қ РОР ЕМС 
У GGA-0004-01 


Е и Дт DESIGN SH CARD DSPL PANEL 
с> NOSSA Цр ССА-0001-01 


Баћа | РОР SIDE R ENG 


POP SIDE L ENG А | 

ССА-0005-01 id = GGA-0006-01 
KS! 
252 


DESIGN SH LOWER SIDE К ENG 
^ GGA-0003-01 


DESIGN SH LOWER SIDE L ENG 
GGA-0002-01 


STICKER CARD SET ENG 
FDC-2005-01 


| 
| 
| 
| 
| 
| 
à 
| 


(BACK) STICKER OUTPUT LID ENG 
FDC-1012-01 


STICKER CARD OUTLET ENG | 
FDC-1207-01 
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PARTS LIST 


PARTS LIST 


Plan Formation Chart 


(1) GGA-0000 (2) GGA-10001 
TOP ASSY FDC GGA ASSY FDC GGA COM 


(3) GGA-1000 (4) GGA-1100 (5) FDC-6001 
ASSY CABINET ASSY LOWER CABI ASSY WH CABINET AC 
(6) GGA-6001 
ASSY WH CABINET DC LOWER 
(7) FDC-6003 
ASSY WH CABINET DC UPPER 
(8) FDC-6007 
ASSY WH 232C 
(9) GGA-6002 
ASSY WH CARD READER 
(10) GGA-1200 一“ —- (11) FDC-6004 
ASSY DOOR ASSY WH DOOR 
(12) FDC-1300 (13) FDC-1350 
ASSY LCD BASE ASSY FAN 
(14) FDC-1400 
ASSY MONITOR COVER 
(15) FDC-1500 
ASSY DISPLAY COVER 
(16) FDC-1600 
ASSY CASH BOX 
(17) GGA-4000 
ASSY MAIN BD 
(18) GGA-4100 
AC UNIT 


(19) GGA-4200 —— ——————— (20) GGA-6003 
ПО UNIT ASSY WH I/O 


(21) FDC-4300 (22) FDC-6006 
SW REGU UNIT ASSY WH SW REGU DC 


(23) GGA-1700 

ASSY CARD DISPENSER 
(24) GGA-1900 

ASSY CARD READER 
(25) GGA-2000 

ASSY CTRL PANEL 


(26) GGA-4400 
ASSY XFMR 
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(1) ССА-0000 (0-1/2) 
ТОР ASSY FDC GGA 


| PO 
Nagy ы 
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PARTS LIST 


(1) GGA-0000 (D-2/2) 
TOP ASSY FDC GGA 
ITEM МО. PART NO. DESCRIPTION NOTE 

1 GGA-10001 ASSY FDC GGA COM 
2 GGA-0001-01 DESIGN SH CARD DSPL PANEL ENG 
3 GGA-0002-01 DESIGN SH LOWER SIDE L ЕМС 
4 GGA-0003-01 DESIGN SH LOWER SIDE R ENG 
5 421-9471 STICKER INDOOR USE ONLY 
7 421-6690-03 STICKER 220V (80556) 

401 SGM-4111Y KEY BAG 

402 220-5793-2-A001 KEY MASTER А001 

403 600-6618-01 AC CABLE CONNECT TYPE FOR EXP 

600-6619-02 AC CABLE CONNECT TYPE FOR UK 

404 540-0006-01 WRENCH M4 TMP SCR 

405 420-7210-01 SERVICE MANUAL RINGWIDE ENG 

406 420-7362-01 OWNERS MANUAL GGA ENG 

407 610-0816-0047 DVD SOFT KIT GGAE 

408 620-0077-01 GGA DISPLAY CARDSET ENG 

409 008-T00408-0C TMP PRF SCR TH CRM M4x8 

410 008-T00412-0C TMP PRF SCR TH CRM M4x12 

411 068-441616-0C FLT WSHR CRM 4.4-16x1.6 

412 GGA-0004-01 POP ENG 

413 GGA-0005-01 POP SIDE L ENG 

414 GGA-0006-01 POP SIDE R ENG 

415 FDC-1008 POP BRKT 


(2) ССА-10001 
ASSY FDC ССА СОМ 


ААА —————— 
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ТЕМ МО. PART NO. DESCRIPTION | МОТЕ 

1 ССА-1000 А55Ү САВІМЕТ 
2 GGA-1700 ASSY CARD DISPENSER 
3 GGA-2000 ASSY CTRL PANEL 
4 ССА-1900 ASSY CARD READER 
5 GGA-4400 ASSY XFMR 

201 000-P00425-W M SCR PH W/FS M4x25 

202 068-441616 FLT WSHR 4.4-16x1.6 

203 008-T00408-0C TMP PRF SCR TH CRM M4x8 

204 050-F00400 FLG NUT M4 


PARTS LIST 
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(D-1/3) 
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Details of B 


Details of A 
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(3) GGA-1000 (D-2/3) 
ASSY CABINET 
ITEM NO. PART NO. DESCRIPTION NOTE 
1 GGA-1100 ASSY LOWER CABI 
2 GGA-1200 ASSY DOOR 
3 FDC-1300 ASSY LCD BASE 
4 FDC-1400 ASSY MONITOR COVER 
5 FDC-1500 ASSY DISPLAY COVER 
6 FDC-1600 ASSY CASH BOX 
7 GGA-4000 ASSY MAIN BD 
8 GGA-4100 AC UNIT 
9 GGA-4200 I/O UNIT 
10 FDC-4300 SW REGU UNIT 
11 FDC-1001 HINGE 
12 FDC-1002 DOOR BUSH 
13 FDC-1003 BILLBOARD BACK COVER 
14 FDC-1004 OSD BRKT | 
15 FDC-1005 OSD BRKT К 
16 FDC-1006 BILLBOARD BRKT 
17 FDC-1007 FAN COVER 
18 FDC-1009 RING WIDE LID 
19 FDC-1010 BACK LID 
20 FDC-1011 OUTPUT LID 
21 FDC-1012-01 STICKER OUTPUT LID ENG 
22 FDC-1013 CABLE TAG IN 
23 FDC-1014 CABLE TAG OUT 
24 FDC-1015 CABLE TAG LCD UPPER 
25 FDC-1016 CABLE TAG LCD LOWER 
26 FDC-0011 CTRL РМ. LOWER 
27 FDC-0012 MONITOR COVER LOWER L 
28 FDC-0013 MONITOR COVER LOWER R 
29 FDC-0014 DESIGN COVER L 
30 FDC-0015 DESIGN COVER К 
31 421-6591-01 STICKER COIN METER 
32 440-WS0001YEG STICKER W NOT OPEN DOOR ENG 
33 440-WS0002YEG STICKER W POWER OFF ENG 
35 FDC-1020 SEALING SHEET FAN COVER 
36 280-7907 FDC LCD SPONGE A 
37 280-7908 FDC LCD SPONGE B 
38 FDC-0016 STICKER WH TAG USB 2 


Lee 
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(3) GGA-1000 


ASSY CABINET 
ITEM NO. PART МО. 
101 200-6159-01 
102 220-5798-01 
103 600-7917-01-150 


600-7917-02-150 

600-7917-150 
104 600-7009-01-150 

600-7009-1500 
105 600-8020-100-11 
106 600-8048-100-12 
107 600-7141-91-100 
108 600-7269-0200 
109 600-7920-100 


110 600-7996-200 
111 253-5460-02 
112 280-7795 

113 601-0460 

114 280-5275-SR10 
115 270-5117 

201 000-P00408-W 
202 030-000512-W 
203 000-T00408-0C 
204 008-T00408-0C 
205 068-441616 
206 000-T00408-0B 
207 032-000410 
208 032-000425 
209 050-F00600 
210 060-500400 
211 068-441616-0С 
301 Е0С-60032 
302 FDC-60033 
303 FDC-60036 


DESCRIPTION NOTE 
ASSY LCD UNIT 15TYPE W/VIB 

МАС CNTR АР MZ674-DC5V-D41 JC 
ASSY RGB CA D-SUB TO DVI 150CM 
ASSY RGB CA D-SUB TO DVI 150CM 
ASSY RGB CA D-SUB TO DVI 150CM 
ASSY RGB CA D-SUB 15P 150CM 
ASSY RGB CA D-SUB 15P 1500MM 
CA 3.5PLUG 3P X2 100CM SS YG 

CA 3.5SP-SJ MINI EXT 100CM BK 
CABLE JVS TYPE A-B 100CM 

ASSY LAN CABLE 0200CM 

ASSY USB CA TYPE MINI AB 100CM 
CA USB TYPE A(FEM)-MINIA 200CM 
AIR VENT WHITE 

BD SPACER SPM-7 

PLASTIC TIE BELT 100M/M 

CORD CLAMP SR10 

FERRITE CORE ТОК ZCAT3035-1330 


M SCR PH W/FS M4x8 
HEX BLT W/FS M5x12 

M SCR TH CRM M4x8 

TMP PRF SCR TH CRM M4x8 
FLT WSHR 4.4-16x1.6 

M SCR TH BLK M4x8 
WING BLT M4x10 

WING BLT M4x25 

FLG NUT M6 

SPR WSHR M4 

FLT WSHR CRM 4.4-16x1.6 


WH 232C LCD UPPER 
WH 232C LCD LOWER 
WH EARTH LCD 


(D-3/3) 
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(4) GGA-1100 (D-1/2) 
ASSY LOWER CABI 


О 
ч 


Diagram of cross-section В-В 


Díagram of cross-section A-A 
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(4) ССА-1100 (D-2/2) 
ASSY LOWER CABI 
ITEM NO. PART NO. DESCRIPTION NOTE 

1 GGA-1101 CABINET BLANK 
2 FDC-1102 STOPPER TNG DOOR 
8 FDC-1103 BOTTOM LID 
4 GGA-1102 ADD PLATE FOR CARD READER 
5 GGA-1103 ADD PLATE FOR XFMR 

101 601-11634 САЗТЕК D51H73 FIX 

102 601-11635 CASTER D51H67 FREE ST 

103 601-5699X LEG ADJUSTER BOLT M16x75 

104 TOE-NMD252 STAINLESS ROUND BAR PULLS 

105 280-5292 CORD CLAMP 18 PUSH TYPE 

106 280-6676 CORD CLAMP TL-25A TKK 

107 280-7892 CORD CLAMP TL-19AN 

108 280-5275-SR10 CORD CLAMP SR10 

109 601-6231-B030 EDGING NEW TYPE L=30MM 

110 601-6231-B045 EDGING NEW TYPE 

111 601-6231-A125 EDGING NEW TYPE 

112 601-6231-A035 EDGING NEW TYPE 

113 601-6231-A110 EDGING NEW TYPE 

114 280-5188-1N WIRE SADDLE WS-1N 

115 280-6650 ROCKING SADDLE LWS-0511S 

116 280-5302 WIRE SADDLE MSB-1207 

201 000-P00408-W M SCR PH W/FS M4x8 

202 030-000612-S HEX BLT W/S M6x12 

203 050-Н01600 НЕХ МОТ М16 

204 050-Ғ00400 FLG NUT M4 

205 047-РВ$3264 RVT OPEN ТҮРЕ 3.2x6.4(SD42BS) 

206 047-PBS3270 RVT OPEN TYPE 3.2x7.0(SD52BS) 

301 FDC-6001 ASSY WH CABINET AC 

302 GGA-6001 ASSY WH CABINET DC LOWER 

303 FDC-6003 ASSY WH CABINET DC UPPER 

304 FDC-6007 ASSY WH 232C 

305 FDC-60005 WH DOOR EXT 

306 GGA-6002 ASSY WH CARD READER 

307 GGA-60001 WH XFMR AC IN 

308 GGA-60002 WH XFMR AC OUT 


PARTS LIST 


(5) FDC-6001 
ASSY WH CABINET AC 


This is comprised of the following wire harnesses. ASSY drawing is not available. 


ITEM NO. . PART NO. DESCRIPTION NOTE 
101 601-0460 PLASTIC TIE BELT 100M/M 
301 FDC-60001 WH CABINET AC 
302 FDC-60002 WH AC FAN EXT 
303 FDC-60030 WH EARTH DOOR EXT 
304 FDC-60034 WH EARTH SW PANEL EXT 


(6) GGA-6001 
ASSY WH CABINET DC LOWER 


This is comprised of the following wire harnesses. ASSY drawing is not available. 


ITEM NO. PART NO. DESCRIPTION NOTE 
101 601-0460 PLASTIC TIE BELT 100M/M 
301 FDC-60003 WH I/O UNIT DC EXT 
302 FDC-60004 WH CABINET LOWER 
303 FDC-60006 WH TEST&SERVICE EXT 
304 FDC-60007 WH RINGWIDE DC IN 
305 GGA-60005 WH RINGWIDE DC OUT 


(7) FDC-6003 
ASSY WH CABINET DC UPPER 
This is comprised of the following wire harnesses. ASSY drawing is not available. 


—————— Ó— HM ZZ M —IÓ————— Há— ——— — ———————a 


ITEM NO. . PART NO. DESCRIPTION NOTE 
101 601-0460 PLASTIC TIE BELT 100M/M 
301 FDC-60009 WH LCD DC +24V 
302 FDC-60010 WH CABINET UPPER 
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-------- 


(8) FDC-6007 


ASSY WH 232С 


This is comprised of the following wire harnesses. ASSY drawing is not available. 


ITEM NO. PART NO. DESCRIPTION NOTE 
101 601-0460 PLASTIC TIE BELT 100M/M 
301 FDC-60011 WH SCANNER EXT 
302 FDC-60012 WH 232C COM2 
303 FDC-60013 WH 232C СОМЗ 


(9) GGA-6002 
ASSY WH CARD READER 


This is comprised of the following wire harnesses. ASSY drawing is not available. 


ITEM NO. 


101 


301 
302 


—— —9À 


PART NO. 


601-0460 


GGA-60003 
GGA-60004 


DESCRIPTION NOTE 


PLASTIC TIE BELT 100M/M 


WH CARD READER SERIAL 
WH CARD READER PWR 


(10) ССА-1200 
ASSY DOOR 
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ITEM NO. 


A500NONAGWN— 


PART NO. 


FDC-1201 
FDC-1202 
253-7599 
FDC-1203 
FDC-1204 
SYY-1202-01 
FDC-1207-01 
440-CS0290XEG 
440-CS0367-EG 
421-6856-01 
FDC-1208 


220-5762-01 
220-5793-1-A001 
280-7892 
280-5275-SR10 
601-0460 


031-00412-0C 
050-F00400 


FDC-6004 


DESCRIPTION NOTE 


DOOR 

TNG DOOR 

PICK OUT PLATE 

EDY LID 

CUSHION SPONGE DOOR V 
STICKER W HOW TO SET&REMOVE EG 
STICKER CARD OUTLET ENG 
STICKER C CARD PICOUT ENG 
STICKER C EPILEPSY FINGER ENG 
DENOMINATION SH Y100 

CUSHION SPONGE DOOR H 


CC REJR 730-А/В X100 М/С DC12V 
CLY LOCK MASTER W/O KEY A001 
CORD CLAMP TL-19AN 

CORD CLAMP SR10 

PLASTIC TIE BELT 100M/M 


CRG BLT CRM M4x12 
FLG NUT M4 


ASSY WH DOOR 
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(11) FDC-6004 


ASSY WH DOOR 


This is comprised of the following wire harnesses. ASSY drawing is not available. 


ITEM МО. PART NO. 


101 601-0460 


301 FDC-60014 
302 FDC-60031 


DESCRIPTION 


PLASTIC TIE BELT 100M/M 


WH DOOR 
WH EARTH DOOR 


NOTE 


рате иет 143 


(0-1/2) 


(12) FDC-1300 
ASSY LCD BASE 


Details of A 
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PARTS LIST 


(12) FDC-1300 


ASSY LCD BASE 


(D-2/2) 


ITEM МО. PART NO. DESCRIPTION NOTE 
1 FDC-1301 LCD BASE 
2 FDC-1350 ASSY FAN 
3 FDC-1302 LCD BRKT UPPER Г 
4 FDC-1303 LCD BRKT UPPER R 
5 FDC-1304 LCD BRKT LOWER Г 
6 FDC-1305 LCD BRKT LOWOR R 
7 FDC-1306 BUSHING EXP 
8 FDC-1307 SPACER EXP 
9 FDC-1308 SEALING SHEET LCD BASE 
10 FDC-1309 CUSHION SPONGE LCD BASE 
101 280-7883 RUBBER CUSHION KA-20(KURASIKI) 
102 280-7884 RUBBER CUSHION KA-25(KURASIKI) 
103 130-5260 SPKR BOX 6OHM 15/40W W/SHLD 
104 280-5277 CORD CLAMP 18 
105 280-5275-SR10 CORD CLAMP SR10 
106 280-5302 WIRE SADDLE MSB-1207 
201 000-P00412-W M SCR PH W/FS M4x12 
202 050-F00400 FLG NUT M4 
203 068-652016 FLT WSHR 6.5-20x1.6 
301 FDC-60015 WH AC FAN 
302 FDC-60026 WH SPEAKER 
303 FDC-60027 WH OSD BD EXT 


PARTS LIST 14 


(13) FDC-1350 


ASSY FAN 
Direction of 
wind 
ITEM NO. PART NO. DESCRIPTION NOTE 
1 FDC-1351 FAN BRKT 
101 260-0011-03 AXIAL FLOW FAN AC100V 50-60HZ 
201 000-P00312-W M SCR PH W/FS M3x12 


, 4 
аад 
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(14) FDC-1400 
ASSY MONITOR COVER 


ITEM NO. 


PART NO. 


FDC-1401 
FDC-1402 
FDC-1403 
FDC-1404 
FDC-1405 


000-Т00408-0С 
FAS-120023 
000-P00408-W 


DESCRIPTION NOTE 


STOPPER TNG BILLBOARD 
MONITOR COVER UPPER 
CARD HOLDER 

STICKER SEGA LOGO 
MONITOR COVER SUPPORT 


M SCR TH CRM M4x8 
TAP SCR Р-ТПЕ BI H 3x8 
M SCR PH W/FS M4x8 


(15) ЕОС-1500 
ASSY DISPLAY COVER 


PARTS LIST 


лт Т ж 


ІТЕМ МО. 


РАКТ МО. 


FDC-1501 
FDC-1502 
FDC-1503 
FDC-1504 


220-5793-1-A001 


DESCRIPTION 


BILLBOARD KEY RING 
BILLBOARD KEY COLLAR 
TNG BILLBOARD 
DISPLAY COVER 


CLY LOCK MASTER W/O KEY A001 
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(16) FDC-1600 
А55Ү САЗН ВОХ 


ITEM МО. PART NO. DESCRIPTION NOTE 
1 253-7600 COIN BOX 
RE ZER 2 MKG-1203 TONGUE 


101 220-5794 CLY LOCK W/KEYS 


(17) ССА-4000 
А55У МАМ ВО 


ПЕМ КО. 


№ — 


102 


201 


РАКТ МО. 


FDC-4001 
847-0001D-02 


280-6600 


000-P00412-W 


0000000000000 


DESCRIPTION NOTE 


RING WIDE BASE WOODEN 
ASSY CASE WDE W 1GB EXP 


CORD CLAMP TL-20W 


M SCR PH W/FS M4x12 
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150  РАВТ5 цот 


(18) ССА-4100 (О-1/2) 
AC UNIT 


FRONT VIEW 


PARTS LIST 
(18) GGA-4100 (D-2/2) 
AC UNIT 
ТЕМ NO. PART NO. DESCRIPTION NOTE 
1 FDC-4101 AC UNIT BASE 
2 FDC-4102 LAN MOUNT BASE 
3 FDC-4103 LAN MOUNT COVER 
4 421-7468-02 STICKER C.P W/PIC 
5 421-8202 STICKER EARTH MARK 
101 214-0202 AC INLET PANEL TYPE 
102 270-5020 NOISE FILTER AC 250V 6A 
103 509-6102-H-B SW ROCKER J8 H-B AJ8201BF 
104 512-5046-91-05 C.P 5A CE UL NRW10-5A-TK2421 
105 211-5679 LAN JOINT ACROS ALA615 
106 280-5275-SR10 CORD CLAMP SR10 
107 601-0460 PLASTIC TIE BELT 100M/M 
201 000-P00308-W M SCR PH W/FS M3x8 
202 050-F00400 FLG NUT M4 
203 FAS-000266 M SCR PH STN M4x8 
204 FAS-600033 FLT WSHR STN M4 
205 FAS-600040 SPR WSHR STN M4 
301 MRN-60019 WH INLET L 
302 MRN-60020 WH AC UNIT J8 CONN 
303 FDC-60025 WH AC UNIT OUT 
304 MKG-60021 WH INLET E 


151 


0 


— => 
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PARTS LIST 


(19) GGA-4200 
ПО UNIT 


ITEM МО. PART NO. DESCRIPTION NOTE 

1 FDC-4201 I/O BASE WOODEN 

101 837-14895 I/O CONTROL ВО JVS W/AMP 

102 838-14969 PC BD RGB SPLITTER X2 

103 400-5487 SWREG24VIN5V2A12V1.5A12V1.7AX2 

104 280-6600 CORD CLAMP TL-20W 

105 280-6681 L-LOCK LT-320PCG 

106 837-14509-02 USB-SER ИЕ BD МІМІ-В 

201 000-P00308-W M SCR PH W/FS M3x8 

202 011-P00325 TAP SCR PH 3x25 

203 011-Т03516 ТАР SCR TH 3.5х16 

301 GGA-6003 ASSY WH /О 
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(20) ССА-6003 
ASSY WH I/O 


This is comprised of the following wire harnesses. ASSY drawing is not available. 


ITEM NO. PART МО. DESCRIPTION NOTE 
101 601-0460 PLASTIC TIE BELT 100M/M 
301 FDC-60016 WH I/O UNIT 
302 GGA-60006 WH DDCON DC OUT 
303 FDC-60018 WH I/O CONTROL BD DC IN 
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(21) FDC-4300 
SW REGU UNIT 


(D-1/2) 


PARTSLIST 155 


(21) FDC-4300 (0-2/2) 
SW ВЕСИ UNIT 
ТЕМ NO. PART МО. DESCRIPTION NOTE 

1 FDC-4301 ELEC BASE WOODEN 
2 FDC-4302 SW PANEL 
3 FDC-4303 STICKER SW PANEL 

101 400-5483 SW REGU EADP-130CF A DELTA 

102 400-5486 SW REGU 24V 12.5A 

103 509-6102-H-B SW ROCKER J8 Н-В AJ8201BF 

104 509-5875 SW PB (SINDEN SDP-103C) 

105 280-6600 CORD CLAMP TL-20W 

106 280-5207 HARNESS LUG CC-1005 

107 601-0460 PLASTIC TIE BELT 100M/M 

108 280-5247 ONE TOUCH BUSHING 

109 280-5248-10 ONE TOUCH COLLAR M3 L=10 

201 000-P00416-W M SCR PH W/FS M4x16 

202 011-Т03516 ТАР SCR ТН 3.5x16 

203 011-Р00325 ТАР SCR РН 3x25 

301 FDC-6006 ASSY WH SW REGU DC 

302 FDC-60019 WH SW REGU AC IN 

303 FDC-60035 WH EARTH SW PANEL 
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PARTS LIST 


(22) FDC-6006 
ASSY WH SW REGU DC 


This is comprised of the following wire harnesses. ASSY drawing is not available. 


ITEM NO. 
101 
301 


302 
303 


PART NO. 
601-0460 
FDC-60020 


FDC-60021 
FDC-60023 


DESCRIPTION 
PLASTIC TIE BELT 100M/M 
МН SW REGU DC OUT +24М 


WH SW REGU DC OUT 
WH TEST & SERVICE 


NOTE 


(23) ССА-1700 
ASSY CARD DISPENSER 
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ITEM МО. РАКТ NO. DESCRIPTION NOTE 

1 FDC-1701 DISPENSER BASE WOODEN 
2 FDC-1702 DISPENSER BRKT 
3 421-12884 STICKER CARTRIDGE ENG 
4 421-12885 STICKER CARD SIZE ENG 

101 601-12522-91 CARD DSPSER ACD-0000-01 DC24V 

201 000-P00308-W M SCR PH W/FS M3x8 

202 000-P00412-W M SCR PH W/FS M4x12 

301 FDC-60028 WH CARD DISPENSER 


158 ғавтвивт 


(24) ССА-1900 
А55Ү САКО КЕАОЕК 


ПЕМ МО. РАКТ МО. DESCRIPTION NOTE 
1 GGA-1901 CARD READER BRKT 
2 SYY-1902 BUSHING RFID 
3 SYY-1903 WSHR RFID 
101 610-0814 IC CARD READER 2SLOTS 
201 FAS-000258 M SCR PH W/FS M3.5x12 


TIER 


(25) ССА-2000 
ASSY CTRL PANEL 


PARTSLST 159 


ITEM NO. PART NO. 

1 FDC-2002 

2 275-0145 

3 FDC-2004 

4 FDC-2003 

5 105-5624 

6 105-5625 

7 FDC-2005-01 

8 440-CS0366-EG 
101 610-0807 
102 370-5329 
103 370-5330 
104 280-5277 
105 280-5275-SR10 
201 000-P00312-W 
202 000-P00308-W 
203 FAS-000159 
301 600-8017 


NOTE 


DESCRIPTION 


CTRL PNL UPPER 

COVER GLASS 

SCANNER SENSER BASE 
SCANNER COVER 

SENSOR BRKT 

SCANNER BRKT 

STICKER CARD SET ENG 
STICKER C CARD SCANNER ENG 


CCD SCANNER NFT-7175B 
PHOTO SENSOR KB1240-AA22LF 
PHOTO SENSOR KB1242-AA13LF 
CORD CLAMP 18 

CORD CLAMP SR10 


M SCR PH W/FS M3x12 
M SCR PH W/FS M3x8 
M SCR PH W/SMALL FS M3x8 


WH PHOTO SENSOR 


EE EEE JO 


ам 
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(26) GGA-4400 
ASSY XFMR 


ITEM МО. PART NO. DESCRIPTION NOTE 
1 GGA-4401 XFMR BASE WOODEN 
101 560-5516-V-91 XFMR 220-240V 100V5A WB CE 
102 280-5207 HARNESS LUG CC-1005 
201 000-P00416-W M SCR PH W/FS M4x16 
202 068-441616 FLT WSHR 4.4-16x1.6 
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